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IMPORTANT SAFETY NOTICE 


The information in this training manual is intended for use by individuals possessing an adequate background in 
electrical equipment, electronic devices, and mechanical systems. In any attempt to repair a television or monitor, 
personal injury and property damage can result. The manufacturer or seller maintains no responsibility for the interpretation 
of this information, nor can it assume any liability in connection with its use. When servicing this product, under no 
circumstances should the original design be modified or altered without permission from LG Electronics. Unauthorized 
modifications will not only void the warranty, but may lead to property damage or user injury. If wires, screws, straps, 
clips, nuts, or washers used to complete a ground path are removed for service, they must be returned to their original 
position and properly fastened. 

CAUTION 

To avoid personal injury, disconnect power before servicing this product. If electrical power is required for diagnosis or 
test purposes, disconnect the power immediately after performing the necessary checks. Also be warned that many 
household appliances present a weight hazard. At least two people should be involved in the installation or servicing of 
such devices. Failure to consider the weight of an appliance could lead to physical injury. 

ESD NOTICE 

Some of the electronics in appliances are electrostatic discharge (ESD) sensitive. ESD can weaken or damage the electronics 
in these appliances in a manner that renders them inoperative or reduces the time until their next failure. Connect a 
wrist strap to a green ground connection point or unpainted metal in the appliance. Alternatively, you may touch your 
finger repeatedly to a green ground connection point or unpainted metal in the appliance. Before removing a replacement 
part from its package, touch the anti-static bag to a green connection point or unpainted metal in the appliance. Avoid 
unnecessary contact with electronic parts or terminal contacts. Handle the electronic control assembly by its edges only. 
When repackaging a failed electronic control assembly in an anti-static bag, observe the above instructions. 

REGULATORY INFORMATION 

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of 
the FCC Rules. These limits are designed to provide reasonable protection against harmful interference when the equipment 
is operated in a residential installation. This equipment generates, uses and can radiate radio frequency energy and, if 
not installed and used in accordance with the instruction manual, may cause harmful interference to radio communications. 
However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause 
harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the 
user is encouraged to try to correct the interference by one or more of the following measures: Reorient or relocate the 
receiving antenna; Increase the separation between the equipment and receiver; Connect the equipment into an outlet 
on a circuit different from that to which the receiver is connected; Consult the dealer or an experienced radio/TV 
technician for help. 

The responsible party for this device's compliance is: 

LG Electronics of Alabama, Inc. 

201 James Record Road 
Huntsville, AL 35824, USA 
Digital TV Hotline: 1-800-243-0000 

Published April 2006 by LG Training 
Customer Service (and Part Sales): 1-800-243-0000 
Technical Support (and Part Sales): 1-800-847-7597 
USA Sales Website: www.lgusa.com 
Customer Service Website: us.lgservice.com 
B2B Service Website: biz.lgservice.com 
Training Website: www.LGUniversity.com 
Online Forum: www.LGRepair.com 
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SAFETY 


SAFETY INSTRUCTIONS 

OVERVIEW 

1. Read these instructions and the instructions in owners and service manuals. 

2. Keep these instructions. 

3. Heed all warnings. 

4. Follow all instructions. 

5. Do not use this apparatus near water. 

6. Clean only with dry cloth. 

7. Do not block any ventilation openings. Install in accordance with the manufacturer's instructions. 

8. Do not install near any heat sources such as radiators, heat registers, stoves, or other apparatus 
(including amplifiers)that produce heat. 

9. Do not defeat the safety purpose of the polarized or grounding-type plug. A polarized plug has 
two blades with one wider than the other. A grounding type plug has two blades and a third 
grounding prong. The wide blade or the third prong are provided for your safety. If the provided 
plug does not fit into your outlet, consult an electrician for replacement of the obsolete outlet. 

10. Protect the power cord from being walked on or pinched particularly at plugs, convenience 
receptacles, and the point where they exit from the apparatus. 

11. Only use attachments/accessories specified by the manufacturer. 

12. Use only with the cart, stand, tripod, bracket, or table specified by the manufacturer, or sold 
with the apparatus. When a cart is used, use caution when moving the cart/apparatus combination 
to avoid injury from tip-over. 

13. Unplug this apparatus during lightning storms or when unused for long periods of time. 

14. Refer all servicing to qualified service personnel. Servicing is required when the apparatus has 
been damaged in any way, such as power-supply cord or plug is damaged, liquid has been spilled 
or objects have fallen into the apparatus, the apparatus has exposed to rain or moisture, does 
not operate normally, or has been dropped. 

16. WARNING - To Reduce The Risk Of Fire Or Electric Shock, Do Not Expose This Appliance To Rain Or 
Moisture. 

17. Wet Location Marking : Apparatus shall not be exposed to dripping or splashing and no objects 
filled with liquids, such as vases, shall be placed on the apparatus. 

POWER CAUTION 

Most appliances recommend they be placed upon a dedicated circuit; that is, a single outlet circuit 
which powers only that appliance and has no additional outlets or branch circuits. Check the specification 
page of this owner's manual to be certain. Do not overload wall outlets. Overloaded wall outlets, 
loose or damaged wall outlets, extension cords, frayed power cords, or damaged or cracked wire 
insulation are dangerous. Any of these conditions could result in electric shock or fire. Periodically 
examine the cord of your appliance, and if its appearance indicates damage or deterioration, unplug 
it, discontinue use of the appliance, and have the cord replaced with an exact replacement part by an 
authorized servicer. 
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SAFETY 


Protect the power cord from physical or mechanical abuse, such as being twisted, kinked, pinched, 
closed in a door, or walked upon. Pay particular attention to plugs, wall outlets, and the point where 
the cord exits the appliance. 

ELECTRICAL SAFETY NOTICE 

Many electrical and mechanical parts in this chassis have special safety-related characteristics. These parts are identified 
in the Schematic Diagram and Replacement Parts List. It is essential that these special safety parts should be replaced 
with the same components as recommended in this manual to prevent , Shock, Fire, or other Hazards. Do not modify the 
original design without permission of manufacturer. 

ELECTRICAL SHOCK WARNING 

An Isolation Transformer should always be used during the servicing of a receiver whose chassis is not isolated from the 
AC power line. Use a transformer of adequate power rating as this protects the technician from accidents resulting in 
personal injury from electrical shocks. It will also protect the receiver and its components from being damaged by 
accidental shorts of the circuit that may be inadvertently introduced during the service operation. If any fuse (or 
Fusible Resistor) in this monitor is blown, replace it with the same specified type. When replacing a high wattage 
resistor (Oxide Metal Film Resistor, over 1W), keep the resistor 10mm away from PCB. Keep wires away from high voltage 
or high temperature parts. 

LEAKAGE CURRENT COLD CHECK (ANTENNA COLD CHECK) 

With the instrument AC plug removed from AC source, connect an electrical jumper across the two AC plug prongs. 
Place the AC switch in the on positioin, connect one lead of ohm-meter to the AC plug prongs tied together and 
touch other ohm-meter lead in turn to each exposed metallic parts such as antenna terminals, phone jacks, etc. If 
the exposed metallic part has a return path to the chassis, the measured resistance should be between 1M ohm and 
5.2M ohm. When the exposed metal has no return path to the chassis the reading must be infinite. An other 
abnormality exists that must be corrected before the receiver is returned to the customer. 

LEAKAGE CURRENT HOT CHECK 

Plug the AC cord directly into the AC outlet. Do not use a line Isolation Transformer during this check. Connect 
1.5K/10watt resistor in parallel with a 0.15uF capacitor between a known good earth ground (Water Pipe, Conduit, 
etc.) and the exposed metallic parts. Measure the AC voltage across the resistor using AC voltmeter with 1000 ohms/ 
volt or more sensitivity. Reverse plug the AC cord into the AC outlet and repeat AC voltage measurements for each 
exposed metallic part. Any voltage measured must not exceed 0.75 volt RMS which corresponds to 0.5mA. In case 
any measurement is out of the limits sepcified, there is possibility of shock hazard and the set must be checked and 
repaired before it is returned to the customer. 

LEAKAGE CURRENT HOT CHECK CIRCUIT 
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MODEL SPECIFICATIONS 


MODEL SPECIFICATIONS 

This section covers some of the past and present LG and Zenith Plasma Display Panel (PDP) TVs and 
monitors. All models support computer input and RS-232, but not all models support High Definition 
(HD) input. Most PDPs feature similar features and specifications. Some of the newer (2005+) models 
have built-in ATSC tuners and support CableCARD™. Note that Commerical models don't have CableCARD™ 
support since it is not needed in a distribution network. 

KEY TERMS 

SDTV - Standard Definition (480i). 

EDTV - Enhanced Definition (480p). 

HDTV - High Definition (720p, 1080i). 

XD Engine ™ - Six distinct processes contribute to picture improvement. 

CableCARD - Decoder card for digital cable. 

HDMI - High Definition Multimedia Interface. Alternative to DVI. Smaller connector and 
supports audio. 

HDCP - High-bandwidth Digital Content Protection. 

MODEL LIST 

Below is a list of all PDP models. This manual focuses on the newer 2005/2006 models, but the 
others are listed for reference. 


40" EDTV 

42" HDTV 

42" EDTV 

DPDP40 

42PC1DA 

DU-42PZ60 

MU-42PZ15VB 

P42W22H 

RU-42PX10 

DPDP40V 

MU-42PM12X 

DU-42PZ70 

MU-42PZ41 

P42W24B 

RU-42PX1 1 

MU-40PA10C 

DU-42PX12XC 

MU-42PX1 1 

MU-42PZ41VB 

P42W24BX 

RU-42PZ90 

MU-40PA10 


MU-42PZ10 

MU-42PZ90 

P42W24P 

MU-42PM1 1 

MU-40PA15 


MU-42PZ10B 

MU-42PZ90C 

P42W34 

42PX3DCV 

P40V22 


MU-42PZ1 1 

MU-42PZ90H 

P42W34H 

42PC3D 

P40V24 


MU-42PZ1 IB 

MZ-42PZ34 

P42W34P 

42PM3MV 

MU-42PZ11B 


MU-42PZ15 

P42W22 

P42W46X 

42PX4D 



MU-42PZ15A 

P42W22B 

RU-42PX10C 

42PX5D 

50" HDTV 

60" HDTV 

DU-50PZ60 

P50W26B 

50PX2C 

D60DVMS 

MU-60PZ12A 

P60W38 

DU-50PZ60H 

50PB2DR 

50PX2D 

D60DVSA 

MU-60PZ12B 

P60W38H 

MU-50PZ41 

50PC3D 

DU-50PX10C 

DPDP60 

MU-60PZ12VB 

60PY2DR 

MU-50PZ41B 

50PC1DRA 

MU-50PM10 

MU-60PZ11 

P60W26 

60PB2DR 

MU-50PZ41V 

50PC1DR 

50PY2DR 

MU-60PZ1 IB 

P60W26A 

MU-60PZ95V 

MU-50PZ41VB 

50PY2DR 

50PX4DR 

MU-60PZ12 

P60W26H 

MU-60PZ10B 

P50W26 

50PM1M 

50PX1D 

MU-60PZ15 

P60W26P 

60PX4DR 
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MODEL SPECIFICATIONS 


MODEL NUMBER FORMATS 

OLDER ZENITH PRODUCTS (20002-2004) 


Old Zenith Structure: 


L 1 5 


V 


2 6 


Display Type 

Screen Size 

Aspect Ratio 

Model Year 

L = LCD 


V= 4:3 

2 = 2002 

P = Plasma 
R = CRT 

Rear Projo 
D = Micro 

Display 


W = 16:9 

3 = 2003 

4 = 2004 


Feature Level 
2 = Consumer 
4 = Commercial 
6 = Consumer 


OLDER LG PRODUCTS 

Old LG Structure: MU-50PZ90V 


Product Type 
M= Monitor 
D = ATSC Tuner 
K = DVD Player 
R = NTSC Tuner 
T = DVR 


Screen Size 


Region 

U = North America 
Z = Europe 
T = NA & EU 
P = South America 
J = Japan 
N = Korea 


Aspect Ratio 
A B C = 4:3 
X Y Z = 16:9 


Display Type 
F = Flat CRT 
L = LCD 
P = Plasma 
S = Micro Display 


Options 

H = High Altitude 
V = Pivot 

M = Altitude & Pivot 
Q = Home Security 

Network 

D = DLP 
L = LCD 


Feature Level 


Plasma Training 


9 


Specifications 


MODEL SPECIFICATIONS 


2005 LG/ZENITH PRODUCTS 

Current (2005) LG & Zenith Structure: 


6 0 P Y 2 D R 



Z= Zenith p = Flat CRT 



Feature 


A = 4:3 

Product Type 

P = 16:9 

R= NTSC Tuner 

X Y Z = 16:9 

D = ATSC Tuner 

L = LCOS 

\ M = No tuner 

S = Slim 


W = Wireless 

Series 


Blank = LG 


L = LCD 
P = Plasma 
S = Micro Display 


Options 
R = DVR 
V = DVD 
C = Commercial 


NEW LG/ZENITH PRODUCTS 


New (2006) LG & Zenith Structure: 


Region 

U = North America 
B = Europe & NA 

\ 

50PA1DR-UA — Chassis Version 



Brand 
Z= Zenith 
Blank = LG 


Display Type 
P = Plasma 
L = LCD 
M = LCD RPTV 
D = DLP RPTV 
S = LCoS RPTV 
F = Flat CRT 
N = CRT RPTV 


Feature Lev 
C,F,J = Good 
B,E,H = Bette 
A,D,G = Best 



Options 
R = DVR 
Tuner P = DVD 

R= NTSC Tuner C = Commercial 
D = ATSC Tuner H = High Altitude 
M = No tuner 


Series 


J = Projector 
C = Directview CRT 
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MODEL SPECIFICATIONS 


MODEL NUMBER REVIEW 

You should now be able to determine the approximate age of an LCD TV by its model number. Below 
is an example using 15" LCD TVs. 

New Models (2006): 15LC1R 

2005 models: 15LA6R and Z15LA7R 

Older models (2003-2004): RU-15LA61 and L15V36 

Older models (2002-2003): L15V26 

Original Model (1999-2002): ZLD15A1 

SERIAL NUMBER FORMATS 

1) @ABCDEFGHI 

@=Year 
A,B=Month 
C,D=Factory Code 

E-I=Sequential number (Some MW0 models such as "SBM6500B" and "SBM6500W" have 6-digit sequential 
number from E-J.) 

Product: LG (Goldstar) Brand 

2) @ABCDEFGHIJK 

@=Year 
A,B=Month 
C,D=Factory Code 
E,F=2 digit Secret Code 

G-K=Sequential number (Some MWO models such as "SMB6500B" and "SMB6500W" have 6-digit sequential 
number from G-L.) 

Product: LG (Goldstar) Brand (Some Products after January 2004) 

3) @ABCDEFG 

@=Year 

A=Month (1-9: Jan - Sep., 0: Oct, N: Nov, D: Dec) 

B-G=Sequential number 

Product: Zenith Brand DVD/VCR (Old Serial No) 

4) @ABCDEFG 

@=Year 
A, B=Month 
C-G=Sequential number 

Product: Zenith Brand DVD/VCR (Old Serial No) 

5) @AB-CDEFGHIJ 

@=Year 

A=Factory Code (5: Pyungtaik (PT), 8: Shanghai (SH), 9: Indonesia (DI), H: Haeju) 

B=Shift (1 or 2) 

C=Production Line 

D=Day of the week produced (Sunday: 1, Monday: 2, etc.) 

E,F=Calendar Week Produced 
G-J=Sequential number 

Product: Zenith Brand DVD/VCR/ZHS (New Serial No) [DAV Division Products] 


m 
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MODEL SPECIFICATIONS 


6) @AB-CDEFGHIJ 

@=Year 

A=Factory (1: Kumi (DND), 2: Reynosa CTV, 3: Reynosa Wall Projection TV, 4: Five Rivers, 5: Daewoo, 6: Action, 
7: Hitachi, 8: Juarez, 9: Springfield, A: Kumi (DID), B: Mexicali (LGEMX)) 

B=Shift (1 or 2) 

C=Production Line 

D=Day of the week produced (Sunday: 1, Monday: 2, etc.) 

E,F=Calendar Week Produced 
G-J=Sequential number 

Product: Zenith Brand TV/TVCR/PTV/HDTV/Projector 

7) @AB-CDEFGHIJK 

@=Bar-code Start digit must by 0 

A,B=Factory Code 

C=Line Code (Tl: 1, T2: 2) 

D=Year 

E,F=Month 

G-K=Sequential number 

Product: Zenith Brand TV/TVCR (Orion, Hatzlachh OEM Product) 

8) EXCEPTION 

Model: R5000 (Room Air-Con) 

NEW LG SERIAL NUMBER STRUCTURE (2004+) 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 

\ / \ / \ / \ / 


-> Sequential Number (XXXXXXX), 

5 to 7 digits (Number or Alphabet) 

-> Secret Code (VV) . 2 digits (Alphabet) 

-> Production Site (SS), 2 digits (Alphabet) 

-> Last digit of Year and Month for Production (YMM), 3 digits (Number) 

[Example] 403MXXQ05106 

1 2 3 45 67 8 9 10 11 12 13 14 14 digit format 

403 MXXQ 05 1 0 6 12 digit format 

\ / \ /\ / \ / 

05106: Sequential Number 

-> XQ: 2-Secret Code 

^ MX: Production Site (produced at LGEMX in Mexico) 

^ 403: Last digit of Year and Month for Production (manu. In March 2004) 
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INSTALLATION 


INSTALLATION 


GROUNDING 

Ensure that you connect the earth ground wire to prevent possible electric shock. If grounding 
methods are not possible, have a qualified electrician install a separate circuit breaker. Do not try to 
ground the unit by connecting it to telephone wires, lightening rods, or gas pipes. 


PLACEMENT 


The TV can be installed in various ways such as on a wall, or 
on a desktop etc. Some models can be mounted verically 
(Portrait) or horizontally (Landscape). Do not mount models 
that are not denoted as pivot models veritcally. For proper 
ventilation, allow a clearance of 4 in. on each side and the 
top, 2.36 in. on the bottom, and 4 in. from the wall. 




JACKPACK COVER 

Some models feature a jackpack cover. Remove the cover by 
grasping the lower left and right of the cover and then pulling it 
out. 



Make the required connections and then replace the cover by 
aligning the guide to the bushings and press the cover in place 
with your hand. 



ANTI-TIP BRACKETS 

If the set will be mounted on a desk top, secure the 
TV assembly by joining it to a wall by using the 
included wall brackets. Some models are mounted 
differently than others, refer to the owners manual 
for the model you are installing. 
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INSTALLATION 


GENERAL MOUNTING 

The chart below gives screw sizes needed to mount our plasma units to most wall mounts. The 
design of the mount may require longer or shorter screws than the length indicated below. Lengh is 
in the far right column. Use 25mm screws for the 42" and 50" plasma models and 15mm for the 60" 
models. This is subject to change without notice. Some units require spacers between the mount and 
the unit, this also varies by cabinet design. 


Nominal 

Diameter 

Pitch 

Root 

Radius 

Pitch 

Diameter 

Minor 

Diameter 

Thread 

Height 

Drill 

Diameter 

Length 

d = D 

P 

r 

d2=D2 

d3 D1 

h3 HI 

mm 

mm 

M 5.00 

0.8 

0.115 

4.48 

4.019 

4.13 

0.491 

0.4 

4.2 

25 

M 5.00 

0.8 

0.115 

4.48 

4.019 

4.13 

0.491 

0.4 

4.2 

15 


m 
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OPERATION 


OPERATION 

This section covers basic TV functions and operation. Refer to the owners manual for additional 
information. 

NOTE: The DVR (Digital Video Recorder), DCR (Digital Cable Ready) and TV Guide features are 
not discussed in this section, they each have their own section near the end of this 

manual. 

LANGUAGE 

For best results, adjust or confirm adjustment of the On-Screen Menu Language first. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the I ▼ buttons to highlight the OPTION Menu (5 th Menu) and press ► 

3. Use the I ▼ buttons to highlight the Language Menu (6 th Item) and press ► 

4. Confirm the desired language selection. 

U.S. models incorporate the three North American languages 
(English, Spanish, French) 

5. If the selected language is not desired, change the language by using the * I ▼ buttons 
to highlight the desired language setting and press the ENTER button to set the language. 

6. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

TIP: If the language is set to Spanish, the Language Menu will be listed as "Lenguaje". If the 
language is set to French, the Language Menu will be listed as "Langue". The main menu 
list will not change. 

SETUP MENU 

The Setup Menu houses all of the services and options for TV channels and inputs. 

EZ SCAN 

The EZ Scan function will automatically scan for all available over-the-air (OTA) broadcast and/or 
Cable TV Service channels and adds them to the "Channel Map". Depending on individual model 
features, EZ Scan can scan for OTA-NTSC (analog channels from antenna) labeled TV, OTA-ATSC 
(digital channels from antenna) labeled DTV, CATV (analog Cable TV Service channels), and/or CADTV 
(digital Cable TV Service channels). 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ^ I ▼ buttons to highlight the SETUP Menu (1 st Menu) and press ► 

3. Use the I ▼ buttons to highlight EZ Scan (1 st Item) 

4. Press ► or ENTER to begin the EZ Scan process 

5. Once the EZ Scan is complete, press EXIT to completely exit the On-Screen Menu or MENU 
to return to the previous menu. 

NOTE: If a Cable Box is used to decode CATV channels and output them to the TV via Ch3 or 
Ch4, the CATV and CADTV channels will not be scanned by the EZ Scan function. 

NOTE: If a CableCARD™ is used, CATV and CADTV scans are not performed by the EZ Scan 
function. CATV and CADTV channels are added to the " Channel Map" via the CableCARD™. 
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OPERATION 


TIP: The EZ Scan function will re-add previously deleted channels to the "Channel Map". In 
order to maintain Channel Map preferences, the manual scan option should be used for 
individual channel additions. 

MANUAL SCAN 

The Manual Scan option allows users to manually add channels to the " Channel Map" without 
having to perform a complete scan. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the I ▼ buttons to highlight the SETUP Menu (1 st Menu) and press ► 

3. Use the I ▼ buttons to highlight Manual Scan (2 nd Item) 

4. Use the ► or ENTER buttons to enter the Manual Scan function 

5. Use the I ▼ buttons to select the channel type (TV/DTV/CATV/CADTV) 

6. Use the ► button to move to the channel number field 

7. Use the ^ I ▼ buttons to select the channel number 

8. Press the ENTER button to save the channel. 

9. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

NOTE: Input physical channel numbers instead of virtual channel numbers. (For Example, WXYZ 
may broadcast NTSC on Ch 5 and ATSC on Ch 9. Even though the ATSC broadcast appears 
as Ch 5-1, 5-2, etc., the physical channel number is Ch 9 while the virtual channel 
assignment or “5" is earned in the PSIP data.) 

CHANNEL EDIT 

The Channel Edit feature allows users to specify channel usage. Users may add or delete channels 
from the Channel Map. (The add function primarily operates on channels that have already been 
added to the Channel map and previously deleted. Use the Manual Scan function to add a new 
channel.) Users may also create a Favorite Channel Map by using the Channel Edit feature and 
marking specified channels "FAV". 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ^ / ▼ buttons to highlight the SETUP Menu (1 st Menu) and press ► 

3. Use the ^ / ▼ buttons to highlight Channel Edit (3 rd Item) 

4. Use the ► or ENTER buttons to enter the Channel Edit function 

5. Use the •*■/▼/ ◄ / ► buttons to select a channel number 

6. To Add / Delete a channel, press the ENTER button 

7. To mark or remove a channel from the Favorite Channel Map, press the FAV button 

8. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 

menu. 

TIP: To switch between channel types, TV, CATV, DTV, CADTV, move to the top of the window 
and select the tab that corresponds with the desired channel type. 

DTV SIGNAL STRENGTH 

The DTV Signal Strength functions displays a bar meter showing the current strength of the incoming 
ATSC signal. This feature only applies to digital channel reception and is not available for NTSC 
channels. This feature is designed to aid in antenna placement and alignment for ATSC reception. 
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OPERATION 


1. Press MENU on the Remote Control or Front Controls. 

2. Use the ^ I ▼ buttons to highlight the SETUP Menu (1 st Menu) and press ► 

3. Use the * I ▼ buttons to highlight DTV Signal (4 th Item). 

4. Use the ► or ENTER buttons to display the DTV Signal Meter. 

5. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

TIP: You may also display the DTV Signal Meter by pressing the SIGNAL button on the Remote 

Control. 

CHANNEL LABEL 

The Channel Label feature allows users the ability to assign a network logo to individual channels. 

1. Press MENU on the Remote Control or Front Controls. 

2. Use the I ▼ buttons to highlight the SETUP Menu (1 st Menu) and press ► . 

3. Use the I ▼ buttons to highlight Channel Label (5 th Item). 

4. Use the ► or ENTER buttons to enter the Channel Label Setup Screen. 

5. Use the Channel Up / Down buttons to select the desired channel. 

6. Use the ^ / ▼ / i I ► buttons to select the desired logo. 

7. Press ENTER to assign the logo to the channel. 

8. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

NOTE: Not all Network Logos are available. Memory limitations restrict the amount of logos 
that can be available within the software of the TV. 

MAIN INPUT 

The Main Input option selects the TV's input (picture source) to be displayed on the screen. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the SETUP Menu (1 st Menu) and press ► 

3. Use the •*■/▼ buttons to highlight Main Input (6 th Item) 

4. Use the ► or ENTER buttons to enter the Main Input Selection List 

5. Use the +-I ▼ buttons to highlight the desired input (Antenna, Cable, Video 1, etc) 

6. Press ENTER to confirm input selection 

7. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

SUB INPUT 

The Sub Input option selects the input (picture source) to be displayed as Picture-In-Picture (PIP). 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the SETUP Menu (1 st Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight Sub Input (7 th Item) 

4. Use the ► or ENTER buttons to enter the Main Input Selection List 

5. Use the ■*•/▼ buttons to highlight the desired input (Antenna, Cable, Video 1, etc.) 

6. Press ENTER to confirm input selection 
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7. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

NOTE: Not all inputs are available for Sub Input at all times. When the Main Input being used 
is a digital type, the available Sub Inputs are Analog Broadcast, Video, and Front Video. 
When the Main Input being used is an analog type, the available Sub Inputs are DTV, 
Analog, Video, and Front Video. 

INPUT LABEL 

The Input Label feature allows users to rename the TV's inputs for easier identification. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the SETUP Menu (1 st Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight Input Label (8 th Item) 

4. Use the ► or ENTER buttons to enter the Input Label Selection List 

5. Use the ■*•/▼ buttons to select an input source 

6. Use the ■^/▼buttons to select the input label (VCR, DVD, Set Top Box, Satellite, Cable 
Box, Game, PC, or none) 

7. Repeat Steps 5 and 6 to add more input labels 

8. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

VIDEO MENU 

The Video Menu houses all of the services and options for Picture adjustment. 

EZ PICTURE 

The EZ Picture option is a series of pre-set values for picture appearance for particular program 
categories. Typical EZ Picture options include: 

Daylight - A bright setting to help compensate for high levels of ambient light normally 
experienced during daytime hours. 

Night Time - A dim setting to help compensate for reduced levels of ambient light normally 
experienced during nighttime hours. 

Normal - An average setting to use as a default setting, or as a starting point for adjustments. 
Movie - A setting to enhance the appearance of film based movies. 

Video Game - A setting to enhance the appearance of video games. 

Sports - A setting to enhance the appearance of sporting events. 

TIP: There is an additional setting labeled Custom, which has no preset levels. The Custom setting 
selects the most recent stored settings from Manual Picture Control. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the VIDEO Menu (2 nd Menu) and press ► 

3. Use the ■*•/▼ buttons to highlight EZ Picture (1 st Item) and press ► 

4. Use the ■*■/▼ buttons to highlight the desired setting 

5. Press ENTER to save the selection 

6. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 
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MANUAL PICTURE CONTROL 

The Manual Picture Control option allows users to set individual picture controls such as Contrast, 
Brightness, Color, Tint, Sharpness, and Color Temperature. The Manual Picture Controls should be 
used to properly set the display once it is in a users home. The environment around the display will 
affect the perceived quality of the display. For example, the color of the walls and flooring will 
affect the color levels seen on the display. Also, the amount of ambient light in the room will affect 
the brightness of the display. 

To properly set the Manual Picture Control levels: 

1. Make sure the display is in its final place in the room. (If the display is moved to another 
position, the controls will need to be re-adjusted.) 

2. Adjust ambient light. The adjustments should be made for night time movie watching as, 
this is when consumers are most critical of picture quality. The room should be darkened 
with little to no ambient light in front of the display. For best results, and to reduce the 
chance of eye strain, there should be slight ambient light behind the display. 

3. Turn off or disable any additional video signal processing such as: XD Engine, Velocity 
Scan, etc 

4. Set EZ Picture to the Normal setting. 

5. Set Color Temperature to the Warm setting. 

Contrast - The Contrast control is used to adjust the White Level of the display. The proper setting 
for contrast is only high enough to allow the difference between white and light gray to be seen. 
When contrast is set too high, light grays will appear washed out or white, and whites can begin to 
bloom or over saturate with color (appear slightly blue, pink, or green). When contrast is set too 
low, whites will appear gray. 

To properly set the Contrast Level, lower the contrast setting so that white becomes gray. Next, 
begin stepping up the contrast level until the lightest gray color becomes white (white and gray 
sections become one larger section) and then move the control down one step. There should always 
be a noticeable difference between white and light gray and also note that for best results on all 
display types (and to reduce display wear) the Contrast Level should be no higher than "85". 

Brightness - The Brightness control is used to adjust the Black Level of the display. The proper 
setting for brightness is only high enough to allow the difference between black and dark gray to be 
seen. When brightness is set too high, blacks will appear washed out or gray. When brightness is set 
too low, dark grays will appear black. 

To properly set the Brightness Level, begin stepping down the brightness level until the darkest 
gray disappears into black (at the same time, black and "blacker-than-black" will mix into one. 
Next, step the brightness level up once so that, black and "blacker-than-black" remain together yet 
the darkest gray is visible. 

NOTE: The Brightness and Contrast controls interact with each other. The current brightness 
setting will affect the white level and the current contrast setting will affect the black 
level. Therefore , you may need to readjust the contrast setting after adjusting the 
brightness setting, and likewise readjust the brightness setting after subsequent contrast 
settings. Keep repeating the adjustment until the black and white levels are reached. 

Color - The Color control is used to adjust the Color Saturation of the display. The proper setting 
for color is to the point where the primary (red, green, & blue) and sub-primary (yellow, cyan, & 
magenta) colors appear as their pure, natural colors without "bleeding" into other colors. When 
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color is set too high, predominant colors, such as red, will bloom and bleed, causing white to 
appear pink, and yellow to appear orange. When color is set too low, the entire image will appear 
more gray than colored, with the extreme lower limit resulting in a Black & White picture. To 
properly set the Color Level, lower the color setting to the point where colors begin to appear gray. 
Next, begin stepping up the color level until the primary and sub-primary colors begin to exceed 
their normal color representations. 

Tint - The Tint control is used adjust the Hue of the display between red or green. The proper 
setting for tint is, as with the color setting, to the point where the primary (red, green, & blue) 
and sub-primary (yellow, cyan, & magenta) colors appear as their pure, natural colors without 
bleeding into other colors. The extreme settings of tint will result in a red/magenta overall hue or 
a green/cyan overall hue. To properly set the Tint control, adjust towards red if yellows appear with 
a green tint or towards green is yellows appear with a red or orange tint. 

NOTE: The Color and Tint controls interact with each other. The current color setting will affect 
the hue and the current tint setting will affect the saturation. Therefore, you may need 
to readjust the color setting after adjusting the tint setting, and likewise readjust the tint 
setting after subseguent color settings. Keep repeating the adjustment until the best 
color representation is reached. 

TIP: After Color and Tint adjustments are completed, reds may over saturate slightly, causing 
yellows to appear orange. You may need to slightly reduce the color level to compensate 
for this effect. 

Sharpness - The Sharpness control is used to adjust the amount of data added to the display 
image. When the sharpness control is set too high, white or jagged edges will appear on black lines 
or the edges of objects. When the sharpness control is set too low, the edges of objects or black 
lines will appear fuzzy. To properly set the Sharpness control, adjust the setting up or down until 
black lines have crisp, clean edges, while maintaining the overall brightness level across the image. 

TIP: If a noticeable difference is not seen during the sharpness adjustment, simply place the 
control at the 50 mark. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*•/▼ buttons to highlight the VIDEO Menu (2 nd Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight the desired control and press ► 

4. Use the ◄ / ► buttons to adjust the control 

5. Press ENTER to save the selection 

6. Use the ■*■/▼ buttons to change to another control or 

7. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

Color Temperature - The Color Temperature control is used to adjust the color of gray on the 
display between red and blue tint. The Cool setting will provide a slightly blue tint to the picture. 
The Warm setting will provide a slightly red tint to the picture. Once the previous adjustments have 
been made, the color temperature may be changed for personal preference. 

Video Reset 

The Video Reset option will revert all video menu options to their factory preset values. The EZ 
Picture function will revert to the Daylight setting and the custom settings are the same as Normal. 


Plasma Training 


20 


Operation 


OPERATION 


AUDIO MENU 

The Audio Menu provides access to all of the services and options for Sound adjustment. 

AUDIO LANGUAGE 

The Audio Language setting allows a default language to be specified for any digital broadcasts that 
might have alternate audio languages. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the AUDIO Menu (3 rd Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight Audio Language (1 st Item) and press ► 

4. Use the ■*■/▼ buttons to select a default audio language 

5. Press ENTER to save the selection 

6. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

EZ SOUNDRITE 

The EZ SoundRite option prevents the audio level of television commercials from exceeding the 
audio level of preceding television programs. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the AUDIO Menu (3 rd Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight EZ SoundRite (2 nd Item) and press ► 

4. Use the ■*■/▼ buttons to highlight either Off or On 

5. Press ENTER to save the selection 

6. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

EZ SOUND 

The EZ Sound function is a series of preset audio settings to maximize the sound quality of various 
program types. 

Normal - Factory presets for treble, bass, and front surround 

Stadium - Preset values for sporting events 

News - Preset values to dialog with little to no background effects 

Music - Preset values for musical events 

Theater - Preset values for movies 

TIP: There is an additional setting labeled Custom, which has no preset levels. The Custom 
setting selects the most recent stored settings from Manual Sound Control. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the AUDIO Menu (3 rd Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight EZ Sound (3 rd Item) and press ► 

4. Use the ■*■/▼ buttons to highlight the desired setting 

5. Press ENTER to save the selection 

6. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 
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MANUAL SOUND CONTROL 

Balance - The balance control is used to adjust the level of the left and right TV speakers. In 
normal conditions, the balance control should be set to the middle (even) position. If the main 
viewing position is not centered with the TV, adjust to balance control so that the speaker farther 
from the main viewing position is has a higher level. 

Treble - The treble control adjusts the level of higher frequencies of the audio 

spectrum. 

Bass - The bass control adjusts the level of lower frequencies of the audio spectrum. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the AUDIO Menu (3 rd Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight the desired control and press ► 

4. Use the i I ► buttons to adjust the control 

5. Press ENTER to save the selection 

6. Use the ■*•/▼ buttons to change to another control or 

7. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

FRONT SURROUND 

The Front Surround option provides extra processing to mimic surround sound effects using only 
the TV's 2-channel speakers. 

3D EchoSound System - SRS Labs process for improving an incoming mono audio signal to 
produce a simulated stereo effect. The 3D EchoSound system will also create a three-dimensional 
sound by creating a wider and deeper sound stage. 

SRS TruSurround XT - SRS Labs process for mimicking multi-channel surround sound effect from 
2-channels of audio output. The SRS TruSurround XT process can also provide more clarity and bass 
enrichment to stereo signals. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the AUDIO Menu (3 rd Menu) and press ► 

3. Use the •*■/▼ buttons to highlight Front Surround (7 th Item) and press ► 

4. Use the ■*■/▼ buttons to select the desired setting 

5. Press ENTER to save the selection 

6. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

TV SPEAKER 

The TV Speaker selection option is used to either enable or disable the TV's internal speakers. If the 
TV is connected to a home theater system and there is no desire for audio from the TV's speakers, 
the TV's speakers may be turned off. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the AUDIO Menu (3 rd Menu) and press 4 

3. Use the ■*■/▼ buttons to highlight TV Speakers (8 th Item) and press ► 

4. Use the ■*■/▼ buttons to select the desired setting 

5. Press ENTER to save the selection 
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6. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

STEREO / SAP SETUP (NON-MENU OPTION) 

This TV can receive both MTS stereo programs and any SAP (Secondary Audio Program) signal that 
may be present. Pressing the SAP buttons on the Remote Control will cycle the TV between three 
options; Mono, Stereo, and SAP. The Mono and Stereo options will provide audio from the MTS or 
mono signal present from the broadcaster. The SAP option will provide audio in either another 
language or another topic only if provided from the broadcaster. 

NOTE: Even though the TV's settings may be either Stereo or SAP, when a mono signal is the 
only type provided by the broadcaster, mono sound will be heard (unless 3D EchoSound 
System is selected). 

TIP: If the incoming signal is very weak, selecting Mono will improve the sound output of a 
stereo broadcast when the audio is fading in and out. 

TIME MENU 

The Time Menu provides access to all of the services and options for Clock and Timer adjustments. 

AUTO CLOCK 

The Auto Clock option allows the TV's clock to be set automatically via either XDS signals from a 
PBS broadcaster or from Gemstar's TV Guide On Screen (TVGOS) signal. Non-TVGOS models - Auto 
Clock will set the clock based on XDS signal from a PBS broadcaster. TVGOS models - Auto 
Clock will set the clock based on the incoming TVGOS signal. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the TIME Menu (4 th Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight Auto Clock (1 st Item) and press ► 

4. Use the ■*■/▼ buttons to select Off or On and press ► 

5. If On is selected, use the ■*■/▼ buttons to select the time zone the TV is located in 

6. Use the ■*•/▼ buttons to select the Daylight Saving option (Auto, Off, On) 

7. Press ENTER to save the selection 

8. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

MANUAL CLOCK 

The Manual Clock option allows direct setting of the TV's clock. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the TIME Menu (4 th Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight Manual Clock (2 nd Item) and press ► 

4. Use the ◄ / ► buttons to select Year 

5. Use the ■*•/▼ buttons to set the current year 

6. Repeat Steps 4 and 5 to set the date and time 

7. Press ENTER to save the selection 

8. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 
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NOTE: The Manual Clock option is not available if TVGOS has been setup. 

TIMER 

The timer functions allow the TV to automatically turn on or off at specified times. 

OFF TIMER 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the TIME Menu (4 th Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight Off Timer (3 rd Item) and press ► 

4. Use the ■*•/▼ buttons to select Off or On and press ► 

5. If set to On, use the ■*■/▼ buttons to set the hour 

6. If set to On, use the ■*•/▼ buttons to set the minute 

7. Press ENTER to save the selection 

8. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

ON TIMER 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the TIME Menu (4 th Menu) and press ► 

3. Use the ■*•/▼ buttons to highlight On Timer (4 th Item) and press ► 

4. Use the ■*•/▼ buttons to select Off or On and press ► 

5. If set to On, use the ■*■/▼ buttons to set the hour 

6. If set to On, use the ■*■/▼ buttons to set the minute 

7. If set to On, use the ■*■/▼ buttons to set the channel for the TV to turn on to 

8. If set to On, use the V buttons to set the volume for the TV to turn on at 

9. Press ENTER to save the selection 

10. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

NOTE: The TV must be in Stand-by mode for the On function to operate. 

TIP: The time must be set before the timer functions can operate. 

NOTE: If there is no interaction from a user (any Remote Control or Front Control button) 
within 2 hours of the TV turning On under the On Timer function, the TV will turn back 
off. This is a safety measure built into the TV to prevent the TV from accidentally turning 

on. 

SLEEP TIMER 

The Sleep Timer function allows the TV to turn off after specified intervals of time. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the TIME Menu (4 th Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight Sleep Timer (5 th Item) and press ► 

4. Use the ■*■/▼ buttons to select the desired time interval and press ► 

5. Press ENTER to save the selection 

6. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 
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TIP: Pressing the SLEEP button on the Remote Control will also activate the Sleep Timer 
function. Once activated, each subsequent press of the SLEEP button will change the 
time interval (10, 20, 30, 60, 90, 120, 180, 240 minutes, or off). 


AUTO OFF 

The Auto Off function, when activated, will automatically turn the TV off if there is no input signal 
for 10 minutes. This feature is useful when watching DVD Movies or using a Cable TV Box. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the TIME Menu (4 th Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight Auto Off (6 th Item) and press ► 

4. Use the ■*■/▼ buttons to select Off or On 

5. Press ENTER to save the selection 

6. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

OPTION MENU 

The Option Menu houses general options and settings for additions control of the TV. 

ASPECT RATIO CONTROL (ARC) 

The Aspect Ratio Control function adjusts the way that 4:3 programs are displayed. 

Set By Program - Disables ARC processing and allows the original aspect ratio of the incoming 
program to be displayed. 

4:3 - Displays 4:3 content without any correction, showing bars on both sides of the picture 
16:9 - Displays 4:3 content stretched horizontally, consuming the entire screen 
Horizon - Displays 4:3 content stretched only at the sides to consume the entire screen. The 
center portion of the image is not stretched. 

Zoom 1 - Enlarges the overall size of 4:3 content to consume the entire screen without and 
distortion. Flowever, the upper and lower portions of the image will be cropped. 

Zoom 2 - Enlarges the overall size of 4:3 content to a greater extent than Zoom 1 
Cinema Zoom - Adjustable enlargement of the Zoom function. (1-16) 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the OPTION Menu (5 th Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight Aspect Ratio (1 st Item) and press ► 

4. Use the ■*•/▼ buttons to select the desired ARC setting 

5. Press ENTER to save the selection 

6. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

CINEMA 3:2 MODE SETUP 

The Cinema 3:2 Mode provides additional process for 480i content (particularly movies) to help 
reduce the flickering caused during the conversion of 24 fps film to 30fps television signals. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the OPTION Menu (5 th Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight Cinema 3:2 Mode (2 nd Item) and press ► 
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4. Use the / ▼ buttons to select Off or On 

5. Press ENTER to save the selection 

6. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

NOTE: Cinema 3:2 Mode only operates in 480i mode. 

CAPTION 

Closed Captions are included in the NTSC and ATSC television signals to provide text of dialog spoken 
in the program. 

To activate / deactivate Captions: 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the OPTION Menu (5 th Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight Caption (3 rd Item) and press ► 

4. Use the ■*■/▼ buttons to select Off or On 

5. Press ENTER to save the selection 

6. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

CAPTION/TEXT 

The Caption/Text option is used to select the type (NTSC) or language (ATSC) of captions to be 
displayed. 

Incoming NTSC broadcast signal: 

CC 1 - Closed Captions that are in English and in time with spoken dialog 
CC 2 - Closed Captions that are not required to be in time with spoken dialog 
CC 3 - Closed Captions that are in an alternate language 
CC 4 - Open use, without specifications 

Text 1 - Near full screen Closed Captions in time with spoken dialog 

Text 2 - Near full screen Closed Captions not required to be in time with dialog 

Text 3 - Open use near full screen captions 

Text 4 - Open use near full screen captions 

NOTE: Most broadcasts will only include CC1 and are not required to use any other format. 
Incoming ATSC broadcast signal: 

English - English captions 
Spanish - Optional Spanish captions 
French - Option French captions 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the OPTION Menu (5 th Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight Caption/Text (4 th Item) and press ► 

4. Use the ■*■/▼ buttons to select the desired option 

5. Press ENTER to save the selection 

6. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 
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CAPTION OPTION 

The Caption Option setting is only available when the incoming signal is a DTV broadcast and if the 
settings within the PSIP signal (provided by the broadcaster) allow alteration of the caption 
display. When available, the caption text may be altered by size, font, and color. 

Size - Set the size of the captions 

Font - Set the font of the captions 

Text Color - Set the color of the caption text 

Text Opacity - Set the opaqueness of the caption text 

Background Color - Set the background color of the captions 

Background Opacity - Set the opaqueness of the caption's background 

Edge Type - Set a border for the captions 

Edge Color - Set a color for the caption border 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*•/▼ buttons to highlight the OPTION Menu (5 th Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight Caption Option (2 nd Item) and press ► 

4. Use the ■*■/▼ buttons to select the desired item 

5. Use the 4 / ► buttons to set the item option 

6. Repeat Steps 4 and 5 to set the edit all of the desired items 

7. Press ENTER to save the selection 

8. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

EZ DEMO 

The EZ Demo option demonstrates the available menus of the TV. 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*•/▼ buttons to highlight the OPTION Menu (5 th Menu) and press ► 

3. Use the ■*■/▼ buttons to highlight EZ Demo (7 th Item) and press ► 

4. Press EXIT to stop the demonstration 

LOCK MENU 

The Lock Menu allows change of of the Parental Controls / V-Chip settings for the TV to block 
specific channels, ratings and/or inputs. The Parental Control function blocks programs based on 
the ratings sent by the broadcaster. The default setting allows all programs to be viewed. To use 
this functions, the following must be performed: 

1. Set ratings and categories to be blocked 

2. Set a Parental Control password 

3. Enable the locking system 

TO ENTER WHILE LOCKED: 

1. Press MENU on the Remote Control or Front Controls 

2. Use the ■*■/▼ buttons to highlight the LOCK Menu (6 th Menu) and press ► 

3. Enter the password (0000 is the default password) 
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4. Use the ■*■/▼ buttons to highlight the desired system and press ► 

5. Use the ■*■/▼ buttons to set the desired blocking 

6. Press ENTER to save the selection 

7. Press EXIT to completely exit the On-Screen Menu or MENU to return to the previous 
menu. 

TIP: If the password is forgotten, “7777” will reset it. 

MOVIE RATING SYSTEM 

G - General audience (all ratings below are blocked) 

PG - Parental guidance suggested (all ratings below are blocked) 

PG-13 - Parents strongly cautioned (all ratings below are blocked) 

R - Restricted (all ratings below are blocked) 

NC-17 - No one 17 and under admitted (all ratings below are blocked) 

X - Adult only 

Blocking Off - Permits all programs 

TELEVISION RATING SYSTEM 

TV-G - General audience 

TV-PG - Parental guidance suggested 

TV-14 - Parents strongly cautioned 

TV-MA - Mature audience only 

TV-Y - All children 

TV-Y7 - Children 7 years and older 

TV RATING CHILDREN (OPTION - SETTING) 

Age - TV-Y and TV-Y7 
Fantasy Violence - TV-Y7 

TV RATING GENERAL (OPTION - SETTING) 

Age - TV-G TV-PG TV-14 TV-MA 
Dialog (sexual dialog) - TV-PG TV-14 
Language (adult language) - TV-PG TV-14 TV-MA 
Sex (sexual situations) - TV-PG TV-14 TV-MA 
Violence - TV-PG TV-14 TV-MA 

INPUT BLOCK (DISABLES EXTERNAL INPUTS) 

Videol, Video 2, Front Video 
Component 1, Component 2 
RGB, HDMI1/DVI, HDMI2 
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CIRCUIT DESCRIPTIONS 


CIRCUIT DESCRIPTIONS 

INTRODUCTION 

This section will present the internal layout of some new PDP models and, the digital and tuner PCBs. 
The Power supply and panel drive PCBs will then be presented. 

Below are some typical voltages. Note that different models and different panels will vary from this 
chart (If you change a panel, the new panel may not be the same as the one originally in the unit). 


50PC1DR 

SMPS 

Y-DRIVE PCB 

Z Drive PCB 

Tuner PCB 

Tuner PCB 

Commector 

Pin 

Voltage 

Commector 

Pin 

Voltage 

Connector 

Pin 

Voltage 

Connector 

Pin 

Voltage 

Connector 

Pin 

Voltage 

P805 

1 

195.6V DC (VS) 


PI 

1 

195.6 VDC 

PI 

1 

1.0 VDC 

PI 01 

1 

GND 

PI 01 

1 

GND 


2 

195.6V DC (VS) 



2 

195.6 VDC 


2 

2.4 VDC 


2 

2.96 VDC, 1 vpp 


2 

2.96 VDC, Ivpp 

3 

195.6V DC (VS) 


3 

195.6 VDC 

3 

1.3 VDC 

3 

GND 

3 

GND 

4 

0 

4 

0 

4 

0 

4 

1.4 VDC, 1 vpp 

4 

1.4 VDC, Ivpp 

5 

GND 

5 

GND 

5 

.7 VDC 

5 

GND 

5 

GND 

6 

GND 

6 

GND 

6 

0 

6 

2.0 VDC, 1 vpp 

6 

2.0 VDC, Ivpp 

7 

GND 

7 

GND 

7 

0 

7 

GND 

7 

GND 

8 

GND 

8 

GND 

8 

0 

8 

2.16 VDC 

8 

2.16 VDC 

9 

59.6VDC (VA) 

9 

59.6 VDC 

9 

.5 VDC 

9 

GND 

9 

GND 

10 

59.6V DC (VA) 



10 

59.6 VDC 

10 

0 

10 

1.9 VDC, Ivpp 

10 

1.9 VDC, Ivpp 

P804 

1 

GND 

R2 

1 

0 

11 

2.5 VDC 

11 

GND 

11 

GND 


2 

GND 


2 

0 

12 

0 

12 

2.1 VDC 

12 

2.1 VDC 

3 

5.0 VDC 


3 

4.9 VDC 

PI 51 

1 

4.9 VDC 

P301 

1 

19.3 VDC 

P301 

1 

19.3 VDC 

4 

5.0 VDC 



4 

4.9 VDC 


2 

4.9 VDC 


2 

19.3 VDC 


2 

19.3 VDC 



Run 

Standby 


5 

0 

3 

GND 

3 

0 

3 

0 

P800 

1 

4.8 VDC 

4.78 VDC 

6 

59.6 VDC 

4 

GND 

4 

0 

4 

0 


2 

4.4 VDC 

4.42 VDC 

7 

59.6 VDC 

5 

GND 

5 

5.9 VDC 

5 

5.9 VDC 

3 

4.9 VDC 

4.97 VDC 

P3 

1 

0 

6 

GND 

6 

0 

6 

0 

4 

0 

0 


2 

5.17 VDC 

7 

1.9 VDC 

7 

3.3 VDC 

7 

3.3 VDC 

5 

4.6 VDC 

0 


3 

5.0 VDC 

8 

60.3 VDC 

8 

0 

8 

0 

6 

4.9 VDC 

0 

4 

0 

9 

60.3 VDC 

9 

12.1 VDC 

9 

12.1 VDC 

7 

4.9 VDC 

0 

5 

6.0 VDC 

10 

1.4 VDC 

10 

0 

10 

0 

8 

4.9 VDC 

4.98 VDC 

6 

1.5 VDC 

11 

196.5 VDC 

P602 

1 

0 

P602 

1 

0 

9 

0 

0 

7 

3.9 VDC 

12 

196.5 VDC 


2 

3.3 VDC 


2 

3.3 VDC 

10 

0 

0 

8 

0 

PI 52, PI 53 

1 

0 

3 

0 

3 

0 

11 

5.9 VDC 

5.89 VDC 

9 

4.7 VDC 


2 

0 

4 

4.9 VDC 

4 

4.9 VDC 

12 

0 

0 

10 

0 

3 

4.9 VDC 

5 

0 

5 

0 

13 

3.2 VDC 

3.2 VDC 

11 

0 

4 

4.9 VDC 

6 

4.0 VDC 

6 

4.0 VDC 



Run 

Standby 

12 

0 

5 

0 

7 

0 

7 

0 

P803 

1 

3.3 VDC 

3.3 VDC 

P4 

1 

0 

6 

60.3 VDC 

8 

3.3 VDC 

8 

3.3 VDC 


2 

3.3 VDC 

3.3 VDC 


2 

4.42 VDC 

7 

60.3 VDC 

9 

0 

9 

0 

3 

0 

0 

3 

0 




10 

3.3 VDC 

10 

3.3 VDC 

4 

0 

0 

4 

0 





5 

5.9 VDC 

5.9 VDC 

5 

2.6 VDC 


6 

5.9 VDC 

5.9 VDC 

6 

0 

7 

0 

0 

7 

0 

8 

0 

0 

8 

1.9 VDC 

9 

12.1 VDC 

12.1 VDC 

9 

0 

10 

12.1 VDC 

12.1 VDC 

10 

.3 VDC 

11 

0 

0 

11 

.14 VDC 

12 

0 

0 

12 

0 



Run 

Standby 

13 

2.6 VDC 

R802 

1 

19.3 VDC 

19.3 VDC 

14 

2.8 VDC 


2 

19.3 VDC 

19.3 VDC 

15 

0 

3 

0 

0 

16 

0 

4 

0 

0 

17 

0 

5 

5.9 VDC 

5.9 VDC 

18 

1.0 VDC 

6 

0 

1 

19 

0 

7 

3.3 VDC 

3.3 VDC 

20 

.3 VDC 

8 

0 

1 

21 

1.3 VDC 

9 

12.1 VDC 

12.1 VDC 

22 

3.7 VDC 

10 

0 

1 

23 

0 




24 

2.9 VDC 


25 

.33 VDC 

26 

.2 VDC 

27 

.28 VDC 

28 

0 

29 

3.9 VDC 
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CIRCUIT DESCRIPTIONS 


PCB LAYOUT 

60PY2DR LAYOUT 



ittiBSjSi 


Sub Cover 


Accessing the Digital PCB or the Tuner PCB is made easier than on past 
units by removing the sub back cover. The whole back can be removed 
while the unit is on the original stand. 



Secondary Primary AC 7 nri\/e> 

Power Power Filter/Rectifier z -' unve 


Control Board Digital Board 


Tuner Board 


A-Duiium unves 
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Adjustments 



CIRCUIT DESCRIPTIONS 


50PX4DR LAYOUT 



50PC1DR LAYOUT 
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Adjustments 








CIRCUIT DESCRIPTIONS 

DIGITAL PCB 

The digital board below is from the 60PY2DR, other models may differ slightly. 



The digital PCB provides Digital Signal Processing (dsp) and controls the state of each FET on each 
DRIVER B/D with R, G, B, each with 8bit input. This board contains the Cablecard slot and supporting 
buffers which are shared with the Cablecard while it is in operation due to the data flow from the 
cable headend to the card. This data flow constantly updates the channel list and the CP (Copy 
Protect) data and the channel authorization list and the encription and descramble data. This is done 
every ten to twenty seconds. This PCB also is host to the HDD (Hard Disk Drive) control circuit. This 
circuit will recognize the HDD if it is programmed and formated correctly. These drives are setup 
especially for this function, thus a drive from another vender will not function in this unit. This is 
done for CP (Copy Protect) reasons. If the HDD is suspect of errors or video issues, power down the 
unit and remove A/C and disconnect the IDE cable and power the unit back on. If the problem still 
exists, the problem is not on the HDD. The unit can be used without the HDD connected. In this 
situation the unit will function normally except any function related to the HDD or demo mode which 
is stored on the HDD. This PCB also contains all of the Digital inputs. The analog to digital conversion 
is done on this PCB as well. 
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CIRCUIT DESCRIPTIONS 
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Adjustments 





(PY2DR - PX4DR) PDP DVR BLOCK 1 


CIRCUIT DESCRIPTIONS 
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CIRCUIT DESCRIPTIONS 


TUNER PCB 



TUNERS 


JACK PACK 


CABLE INPUT 


MIN I 


A tuner is a device to adjust the resonant frequency of an antenna or transmission Line to work most 
efficiently at one frequency or band of frequencies. Most tuners do all the low level demodulation 
needed to convert a radio signal into an on-screen image using a hardware DSP chip or ASIC; some 
also have hardware MPEG decoders. This PCB contains three tuners, one 00B (Out Of Band), one 
digital tuner, and an analog tuner. 

NOTE: The RCA cables connecting the tuner to the RF adapter do NOT come with PCB replacements. 
They must be removed from the original PCB and connected properly to deliver the correct 
signal to the correct tuner. 

NOTE: The ribbon cables seen in the upper left connect this PCB to the Digital PCB and will tear or 
crease easily. A tear or crease can easily lead to a misdiagnosis. If these cables become creased 
or damaged in any way. Test them with an ohm meter to check each conductor for continuity. 
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CIRCUIT DESCRIPTIONS 


GO 

O 

CL 

L. 

Q) 

C 

3 
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Adjustments 


















CIRCUIT DESCRIPTIONS 


POWER SUPPLY 

MAIN STANDBY SMPS 60PY2DR 



MAIN SMPS PCB 60PY2DR 



■ 
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CIRCUIT DESCRIPTIONS 


VA ADJUSTMENT 60PY2DR 

The VA adjustment on the main 
SMPS has no designated test point. 
The DVM will have to be connected 
to P805 pin 9 or 10 and the 
negative lead to chassis ground. 
Refer to the panel label for the 
correct setting. 



VS ADJUSTMENT 60PY2DR 

VS adjustment also has no dedicated 
test point. Use P805 pins 1, 2, or 3 
and connect the negative probe 
from a DVM to chassis ground. Refer 
to the panel label for the correct 
setting. 



5V ADJUSTMENT 60PY2DR 

This 5V adjustment can be tested on P801 pin 5 to chassis gnd. 
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Adjustments 






CIRCUIT DESCRIPTIONS 


50PX4DR SNIPS 



50PX4DR SMPS ADJUSTMENTS 

VCC Adjusment to adjust StandBy voltages at P801 



VA ADJUSTMENT 50PX4DR 

VA adjustment use P805 pin 9 or 10 and chassis ground to 
test 
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CIRCUIT DESCRIPTIONS 

^ ■ 


50PC1DR SMPS 



50PC1DR SMPS ADJUSTMENTS 

Test points are from P805 pin 8, 9 or 10 for VS to 
chassis ground. For VA, P805 pin 1 or 2 to chassis 
ground. Refer to the panel label for the correct 
settings. 



This 3.3VDC is supplied for the cablecard and micro 
processers in this unit. Test point is P803 pin 1 using 
chassis ground for reference to ground. 
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CIRCUIT DESCRIPTIONS 


50PC1DR POWER BLOCK DIAGRAM 
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Adjustments 



TAS5122 _ |! [24mA1 


CIRCUIT DESCRIPTIONS 
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CIRCUIT DESCRIPTIONS 


50PC1DR DATA BLOCK DIAGRAM 
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CIRCUIT DESCRIPTIONS 


PANEL DRIVE BOARDS 


Y-SUSTAIN 



Y-DRIVE 

Function: Connected to Scan (Y) electrode and FPC to operate Scan and Sustain. Supply a wave form 
that energizes the horizontal electrode sequentially. Generates a potential difference between GND 
and Vpp only in scan period. Brightness and addresses of the pixels comes from this board. 


Driver 

Array 

Power 

Supply 


Driver 

boards, 



Driver 

ICs 
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CIRCUIT DESCRIPTIONS 


Below are test points for the Y-Drive PCB. It is best to use chassis ground for this scope reading. Use 
the ground below when measuring DC voltage. 



60PY2DR MAIN Y-DRIVE 


Vsetup Adjustment. 
Adjusts DC Voltage. 



Test Point 
Test Point Ground 


During normal operation the V sc at this testpoint is +75Vdc and -V y is -84Vdc. These adjustments are 
crucial to the panel performance. The effects you will get when _Vy is too high is minimal on a still 
image. When this is set too low you will see after image and speckeling in the image due to lack of 
elminating the previous displayed image. This occurs at around -125Vdc. 


When V sc is too low the brilliance of the image is not as strong due to lack of drive voltage, this is 
hard to see with the naked eye. When V sc is too high the panel begins to over drive and will reduce 
the life of the panel. 



Vsc T estpoint -Vy T estpoint 
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CIRCUIT DESCRIPTIONS 


MAIN Y-DRIVE 



RAMP DN WAVEFORM 



; JiL 

; 

- 





I 


M 200 jis A Chi J - 3.60 V 
Q-»r20. 0000ms 


RAMPJJP WAVEFORM 

6 




1C 


2.00 V \ ; . M 400 (iS A Chi J - 1.28 V 

j: ii >▼ o.ooooo s 


SUS_UP WAVEFORM 










PM* 





■ 

r 



I 

1 

1 

M 

b 


M 1 . 00 ms A Chi S - 280 mV 
Si-*'*’ 0.00000 s 


sw 

u 


i i r : 


M 400»JIS A Chi J 600 mV 
0.00000 s 


ER_DN WAVEFORM 


0 



ER-UP WAVEFORM 
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CIRCUIT DESCRIPTIONS 


Z-SUSTAIN 

Function: Connected to Sustain (Z) electrode and FPC to operate Sustain. Make the SUSTAIN PULSE 
and ERASE PULSE that generates SUSTAIN discharge in the panel by receiving the LOGIC signal from 
the CONTROL B/D. Composed with IPM, FET, DIODE, electrolytic capacitor, E/R coil. 



9 

SUS UP 


SUS_DN 




9 


M ; 4 OOus A ChlT'-I.SO V 


«fir 


t' A! ' 
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CIRCUIT DESCRIPTIONS 



Waveforms for PI 
taken from model 
50DC1D on the next 
page. 
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CIRCUIT DESCRIPTIONS 


Waveforms for PI taken from model 50DC1D. From the screen print (PI) as pin one and the black wire 
as Pin 12. 





0 110.00 % 1 


Chi Freq 
1 .205kHz 
Clipping 
positive 
Chi Pk-Pk 
8.62 V 
Clipping 
positive 
Chi RMS 
1.61 V 
Clipping 
positive 


10 Apr 2006 
13:22:17 



Chi Freq 
623.6 HZ 


Chi Pk-Pk 
9.00 V 


Chi RMS 
338mV 


10 Apr 2006 
13:22:45 



PIN4 


ft*# 




M[1.00ms| A | Chi V 0.00 V 
0 110.00 %~| 


Chi Freq 
58.66kHz 


Chi Pk-Pk 
9.72 V 


Chi RMS 
1.40 V 


10 Apr 2006 
13:23:25 




PIN7 



M|1 00ms; A; Chi I 0.00 V 
0 110.00 


Chi Freq 
2.013kHz 


Chi Pk-Pk 
6.76 V 


Chi RMS 
319mv 


10 Apr 2006 
13:30:31 
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CIRCUIT DESCRIPTIONS 


X BOARD 

The X board receives a LOGIC signal from the CONTROL B/D and controls the ADDRESS PULSE (generates 
Address discharge) by an ON/OFF operation, and supplies the waveform to COF(data). 



Lift up lock. Pull 
COF as shown by 
arrow. 



This Ribbon containes the COF IC's. 
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CIRCUIT DESCRIPTIONS 


SIGNAL CONTROL 



SOLDERING 


(LCPCWVI722H) j 


! 10 Electronics 
L0PCMV12HH 
0506 

KBOOIO.IW 


rejl p|f : | 


: ! J|| 



^yPPPpi 

1 



|§SI| 




w El 


Signal processing (Contour noise, reduction) controls the state of each FET on each DRIVER B/D with 
R, G, B each with 8bit input (Uses 3.3V/5V 2 kinds of power ). This PCB controls all aspects of the 
PDP panel. This PCB also digitally segments the panel and controls the pixels and cells as if the panel 
was a large memory IC and changes the data as needed after screen by screen comparison. The data 
that differs from one frame to another are the addresses that are reset and changed. The software in 
this PCB differs greatly from the software in the Digital PCB. 


MCM 


Buffer 



*• 


TC74AC541 



Array 


1 6 line 





16 output 
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CIRCUIT DESCRIPTIONS 


PLASMA PANEL 

PANEL IDENTIFICATION AND LABELS 



VOLTAGE LABEL 


This voltage label is located on the back of the panel. 
This data is crucial to setting the supplies from the 
SNIPS when a new PCB is installed. 



PCB LABELS 



PCB Part No 


Board Ass'^Part No 



JIT NO/ 

177*1 


2 6871QCH034A 

CTRL BOARD NAME 

KP42044A015285 1 


Board Serial No. 


A 
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TROUBLESHOOTING 


TROUBLESHOOTING 

This section addresses problems you may encounter. This section should be used in conjunction with 
the Circuit Descriptions. There may be adjustments required after changing a board or component, 
Refer to the Circuit Descriptions section. 

Again, the DVR (Digital Video Recorder), DCR (Digital Cable Ready) and TV Guide features are not 
discussed in this section, they each have their own section near the end of this manual. 

SIGNAL CONTROL TROUBLESHOOTING 

1. Confirm LED D17 is flashing, D13 is lit. 

2. If not, CHECK OSC XI output. 

3. Check CTRL input voltage at P300 

4. CHECK for 3.3V, 5V, 15V. 

5. Check IC 11 for 3.3V, IC 3 for 2.5V 



Diode 


Check IC 
11,13 


OSC(XI) 


Input 


voltage 


Probe point 
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TROUBLESHOOTING 


Z-SUSTAIN TROUBLESHOOTING 

Check the output of XI (normal is 100 MHZ). The DC/DC converter makes 5V,Va,Vs,Vset_up,Vsc which 
is essential for each B/D. There is no separated DC/DC B/D in model our later plasma models. They 
are embedded DC/DC circuits as part of another PCB as seen below. 



Use a DVM as shown below set to diode check either forward or reverse bias to check the drive IC. 



1 DMM + 

■ DMM- . Check here with 

-I 

DMM (either forward or reverse) 


T1J 





. . T . u 

J u 


I @sasE 


@@ 

30 

1 § H 0 \ 
0 0 0 0 

iRSiSlilii 

§ @ s § y l 
} s § @ 

nn\[ 

H S 0 

i 6 i @ 0 








J J 
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TROUBLESHOOTING 


TROUBLESHOOTHING THE COF ICS 

COF is Chip On Film. If any of the tests indicate the junction is shorted or leaking, the adjacent COF 
IC is defective. As a result the PDP panel will have to be replaced. Each resistor is a 10.2 - 10.8 ohm 
resistor. 




DVM set to Resistance test 
across the surface mount resistor. 


DIAGRAM OF THE COF IC 


BLK POC STB A6 A5 A4 A3 A2 A1 
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TROUBLESHOOTING 


WHITE BALANCE ADJUSTMENT 

Using a CP5000u or CA210 or an equivelent color analyzer. Set the unit to the following settings to 
set the white balance. 

(1) HEAT RUN at least 30 minutes by pressing the Power only Key on the Service Remote 
Control and adjust. 

(2) After attaching sensor to center of screen, select 'White-Balance' of 'Ez-Adjust' by pressing 
the ADJ KEY on the Service R/C. Enter the adjustment mode by pressing the Right KEY (G). 
This time white pattern is displayed. 

(3) Adjust the High Light using R Gain/G Gain(Cool). Adjust the High Light using G Gain/R 
Gain(Medium). Adjust the Hight Light using G Gain/B Gain(Warm). (R Gain: 192, B Gain 
192, R-Cut/G-Cut/B-Cut: 64 Fix.) 

(4) Adjust using Volume +/- KEY. 

(5) After adjustment is complete, exit the adjustment mode by pressing the ADJ KEY. 

High Level: 216 gray 
[Cool] 

X; 0.278+0.015 Y; 0.279+0.015 
Color temperature: 11000°K+1000°K 
dUV: -3dUV 

[Medium] 

X; 0.287+0.015 Y; 0.289+0.015 
Color temperature: 9300°K+1000°K 
dUV: -3dUV 

[Warm] 

X; 0.314±0.015 Y; 0.318±0.015 
Color temperature: 6500°K+1000°K 
dUV: -3dUV 
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TROUBLESHOOTING 


MEMORY CARD ERRORS 


Message 

Note 

Unable to create folder. Reached maximum number of folders. 

Maximum number of folder is 30. 

Unable to create folder. No disk space. 

HDD is full. Must delete a program/photo/music before record. 

First stop copying and retry M/C eject. 

Cannot eject while copy operation is in progress 

Copy protected. Unable to copy. 

Cannot copy to memory card because it is copy protected. 

Not enough memory card space. 

Cannot copy to memory card because free space is too small. 

No memory card. 

Memory card not detected 

Unable to copy file. 

Cannot copy 

Unable to move file. 

Cannot move 

Unable to delete file. 

Cannot delete 

Unable to read file. 

Cannot read 

Unable to access. File or directory damaged. 

Damaged file or memory card 

Can't read data. Please remove memory card 1. 

memory card 1 is not detected correctly 

Can't read data. Please remove memory card 2. 

memory card 2 is not detected correctly 

Memory card 1 removed unsafely. 

Must press eject button and select memory card before removing 

Memory card 2 removed unsafely. 

Must press eject button and select memory card before removing 
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DISASSEMBLY 


DISASSEMBLY 

PREPARATION 

Prepare a clean surface with protective padding and place the unit face down on the surface. The area 
necessary to perform the panel replacement should equal approximately 4 times the panel size. Use 
extreme caution handling the unit to avoid damaging the front glass filter panel. 

Tools required to complete the replacement: 

1) Electric or cordless screwdriver with a #2 Phillips head screwdriver bit. 

2) Digital Multimeter 

3) Non magnetic potentiometer adjustment tool/blade 

4) Diagonal cutters 

5) Nylon cable ties 

Note: Remember to observe ESD Safety precautions when handling electronic printed circuit boards 
and replacing the plasma display panel. Replace all cut cable ties with new ones to secure loose 

wires. 

Note: The stand must be removed from the plasma TV/monitor before servicing. 

DISASSEMBLY OF THE DU-42PX12X 

REAR COVER REMOVAL 

1) If you can not remember the connection locations, label each connector with a marker or use 

another method to identify the correct reconnect location. 

2) Remove the rear cover screws. The arrows imprinted in metal rear cover 
indicate the screws that need to be removed to remove the rear cover. 

3) Place the rear cover to the side. Place it in an area where it is protected 
from damage while unattached from the unit. 




Plasma Training 


58 


Disassembly 




DISASSEMBLY 


BOARD REMOVAL 

4) Remove the four (4) mounting screws used to secure the module housing containing the Digital 
and Analog boards. 



5) Disconnect the AC input to the power supply board, connector P801 
and Main power switch board connector P802. 



6) Remove mounting screws shown in the picture, to remove 
power cord socket. 



7) Disconnect the Side-Audio Video cable from connector P100 
of the Analog control board connection. 
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Disassembly 







DISASSEMBLY 


8) Disconnect the cables P203 and P204 they are the speaker connectors. 

9) Disconnect the Fan power connectors P704 and P705. 

10) Remove the black fiberglass tape securing cable connection P201, and disconnect the cable. 

11) Disconnect P801, P802, and P803 from the power supply board. 




Disconnect 


12) Disconnect the cable from connector P300 on the digital board. Leave the cable attached to 
connector P807 of the power supply board. 

13) Remove the complete signal board assembly 
as a single piece. 

14) Set the assembly aside. Place it in an area 
where it is protected from damage while 
unattached from the unit. 

15) Disconnect the cables from the Y-Sustain 
board, P151, that connect to the power 
supply connectors P805 and P804. Retain 
the cables to reuse. New cables are not 
provided. 

16) Disconnect the cables from the Z-Sustain board, P151, 
that connect to the power supply connector P806. 

Retain the cables to reuse. New cables are not 
provided. 

17) Remove two (2) mounting screws shown to remove 

the Main Power switch from the cabinet. Remove 
the power switch from the cabinet 
assembly. Remove 

18) Remove the eight (8) mounting screws Screws 
from the Power Supply board and remove 
the board from the panel. 

19) Place the power Supply module aside after 
removal, observing all ESD (Electro-Static 
Discharge) precautions. 

20) Disconnect the data cable from connector 
P201 located on the digital board 
mounted on the panel. Retain the cable 
to reuse. New cables are not provided. 


Remove 

Screws 


21) Remove the left cooling fan mounted on the defective panel mounting bracket by, removing the 
(2) screws on each side of the fan. 
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PANEL REMOVAL 

At this point, replace the panel if it has been determined to be defective and replacement is 
necessary. 

1) Remove the four (4) screws that retain the panel to the front cabinet assembly. 

2) Remove the support rails screws indicated. Removing these screws will release the panel from 
the cabinet. 



3) Using the support rails, lift the defective panel up and out of the cabinet. 

4) Place the panel on a flat padded surface away from the cabinet. 

5) Remove the two (2) bolts fastening each support rail to the back of the defective panel. The 
right side support rail has a cooling fan attached to it. It can remain attached through the 
removal from the defective panel and re-installation to the placement panel. 

INSPECT REPLACEMENT PANEL 

Upon receiving the replacement panel, it must be inspected to ensure that it has arrived in good 
condition. The following items should be observed to ensure that no shipping damage has occurred. 

1) Check the outer carton for damage, and report it upon receipt 
of the replacement panel. 

2) Confirm the part number on the carton label is the pa 
number that was ordered or expected. 

3) If the carton has arrived undamaged, open the carton aft 
receipt, and check the contents for damage or broken part 

4) Confirm the replacement panel in the carton matches tf 
part number on the outer carton. 

5) If everything is correct and un-damaged, the pam 
replacement process can continue at this point. 



Plasma Training 


61 


Disassembly 



DISASSEMBLY 


INSTALL REPLACEMENT PANEL 

Preparing the new panel for installation is the 
same process as removal of the defective panel, 
but it is performed in reverse. 

1) Remove the new panel from the carton it 
was received in, and place the panel on 
an elevated surface. The protective material 
connected to the panel must be removed. 
The panel must be elevated approximately 
2 inches to remove the protective ends. 



2) Remove the four (4) bolts indicated and lift tne end caps otr or tne panel. 

3) Remove the tape holding the plastic wrap around the panel and pull the wrap back exposing the 
panel and it's circuit boards. 


4) Re-install the support brackets on the replacement panel. 

5) Secure the panel to the cabinet with the four (4) screws removed in earlier steps. Install the 
eight (8) screws that secure the support brackets to the front cabinet assembly. Use extreme 
caution installing the screws, to prevent stripping the screw holes and causing further delays. 


6) Re-install the cooling fan on the left side of the panel. 

7) Re-install the Power Supply board on the replacement panel. Install the eight (8) mounting 
screws to secure the board to the panel backing. 


8) Re-connect the cables from the power supply connectors P804 and P805 to the Y-Sustain board 
connector P151. 


9) Re-connect the cables from the power supply connector P806 to the Z-Sustain board connector 
P151. 


10) Locate the Digital board cable that was removed from the connector P501 on the Digital VSC 
board, and connect it to P501 on the Digital board that is already mounted on the replacement 
panel. Position the cable so that is accessible, and can be attached to P201 of the Digital VSC 
board later. 
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INSTALL THE DIGITAL VSC BOARD 

1) Locate the assembly shown, and place it back 
on the support rails of the unit. Place the 
assembly in the correct location so that the 
screw holes line up correctly. 

2) Install the four (4) screws in the frame securing 
it to the support rails. 

3) Reconnect the cable from the Side Audio/Video 
jack inputs to connector P100 on the Analog/ 
Tuner board. 

4) Reconnect the front control board cable to 
the Digital VSC board connector P103. 

5) Reconnect the Left side fan cable connector 
to the connector P704 located on the Digital 
VSC board. Connect the Right side cooling fan 
connector to connector P705 on the Digital 
VSC board. 

6) Reconnect the speaker cables to the Analog/ 
Tuner board connector P203 and P204. Connect 
the left speaker to connector P203, and the 
right speaker cable to connector P204. 

7) Reconnect the cable from the digital board 
connector P501, to the Digital VSC board 
connector P201. 

8) Reconnect the cable from Digital VSC board 
connector P706 to the Power Supply connector 
P801. 

9) Reconnect the cable from Digital VSC board 
connector P701 to the Power Supply connector 
P802. 



10) Reconnect the cable 
from Analog/Tuner 
board connector 
P201 to the Power 
Supply connector 
P803. 

11) Reinstall retaining 
screws that secure the 
AC Power connector 
to the right support 
rail. 
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12) Reinstall the Main Power switch into the cabinet assembly using the two (2) screws that were 
removed from the bracket during disassembly. 

13) Reconnect the Power Switch cable connected to P801 to the power supply connector P810. 
Connect the AC input cable socket wire leads to connector P802 of the power switch. 

14) Use the nylon cable ties to secure all loose wiring. Inspect wiring for any pinched or damage 
insulation and repair or replace if necessary. 

This process completes the installation of the panel. The unit is ready to have AC power applied to the 
set. The power supply Vs and Va run voltages must be checked and adjusted to the panel specifications. 
The correct voltage settings are notated on an adhesive label placed on the backside of the panel. 

VS AND VA VOLTAGE ADJUSTMENT 

1) Apply power to the unit and turn it on. If the unit does not operate correctly, check all connections 
and look for loose wires that may have been missed or that have become disconnected during the 
reassembly process. 

2) Allow the unit to run for 5 minutes. This is to allow the set to achieve operating temperature 
before checking the Vs and Va run voltages. This step should be completed before making adjustments 
to Vs and Va voltages. 

3) Connect the positive ( + ) terminal lead of the digital multimeter to the Va pin of connector P805 
and connect the negative ( - ) terminal lead of the digital multimeter to the ground ( GND ) pin of 
P805. 

4) Adjust variable resistor VR351 to match the Va 
voltage specification shown on the label attached 
to the panel. ( Deviation: ±0.5v ) 


MODEL : PDP42X2###* 

All Voltage : DC(~ ) 5.2V 

Va : BOV Vs : 195V 

BO / — 195 / 120 / N A / 90 

Matt Watt : 330WfFull Whilst £ 


5) Connect the positive ( + ) terminal lead of the digital 
multimeter to the Vs pin of connector P805 and connect 
the negative ( - ) terminal lead of the digital multi- 
meter to the ground ( GND ) pin of P805. 

6) Adjust variable resistor VR551 to match the Va 
voltage specification shown on the label attached to 
the panel. ( Deviation: ±0.5v ) 

7) After confirming the Vs and Va run voltages, the 
set is ready to reassemble. 
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DISASSEMBLY OF THE 2DR MODELS 

These instructions refer to the 50PY2DR and 60PY2DR 


DISASSEMBLY 


TOOLS REQUIRED 

1) Electric or cordless screwdriver with a #2 Phillips head screwdriver bit. 

2) Digital Multi-meter 

3) Non magnetic potentiometer adjustment tool / blade 

4) Diagonal cutters 

5) Nylon cable ties 

Note: Remember to observe ESD Safety precautions when handling electronic printed circuit boards 
and replacing the plasma display panel. Replace all cut cable ties with new ones to secure loose 

wires. 

Note: The stand must be removed from the plasma tv / monitor before servicing. 

REAR COVER 

1) If you can not remember the connection locations, label each connector with a marker or use 
another method to identify the correct reconnect location. 

2) Remove the rear cover screws. The arrows imprinted in metal rear cover indicate the screws that 
need to be removed to remove the rear cover. 

3) Place the rear cover to the side. Place it in an area where it is protected from damage while 
unattached to the unit. 
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■ 


4) Remove the four (4) mounting screws, used to secure the module housing containing the 
Digital and Analog boards. 



5) Disconnect the AC input to the power supply board, 
connector PN1B. 



6) Disconnect the Side-Audio Video cable from connector P100, 
of the Analog control board connection. 



Plasma Training 


66 


Disassembly 




DISASSEMBLY 


7) Disconnect the cables P202, 
P203, P204 and P205, they are 
the speaker connectors. 



8) Disconnect the Fan power 
connectors, CN1701, CN1702, 
and CN1703. 



9) Remove the black fiberglass tape 
securing cable connectionCN1300, and 
disconnect the cable. 
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10) Disconnect P802, P803, P804 and P805 
from the power supply board. 




11) Remove the complete signal board assembly, as a single piece. 

12) Set the assembly aside. Place it in an area where it is protected from damage while unattached 
to the unit. 



13) Disconnect the cables from the Y-Sustain board P3 and P4, that connect to the power supply 
connector P805 and P804. Retain the cables to reuse. New cables are not provided. 



14) Remove the eight (8) mounting screws from the Power Supply 
board and remove the board from the panel. Remove secondary 
power supply at the same time. 

15) Place the power Supply module 
aside after removal, observing all 
ESD (Electro-Static Discharge) 
precautions. 
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PANEL REMOVAL 

1) Remove the eight (8) screws that retain the panel and support rails to the 
front cabinet assembly. 

2) Remove the support rail screws indicated. Removing these screws will release 
the panel from the cabinet. 

3) Using the support rails, lift the defective panel up and out of the cabinet. 

4) Place the defective panel on a flat padded surface away from the cabinet. 

5) Remove the four (4) bolts fastening each support rail to the back of the 
defective panel. 




INSPECT REPLACEMENT PANEL 

At this point if the panel has been determined to be defective an 
replacement is necessary. Upon receiving the replacement panel, 
it must be inspected to ensure that it has arrive in good conditioi 
The following items should be observed to ensure that no shoppir 
damage has occurred. 

1) Check the outer carton for damage, and report it upon 
receipt of the replacement panel. 

2) Confirm the part number on the carton label is the part number that was ordered or expected. 

3) If the carton has arrived undamaged, open the carton after receipt, and check the contents for 
damage or broken parts. 

4) Confirm the replacement panel in the carton matches the part number on the outer carton. 

5) If everything is correct and un-damaged, the panel replacement process can continue at this 
point. 
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INSTALL REPLACEMENT PANEL 

Prepare a clean surface with protective padding and place the unit face down on the surface. The area 
necessary to perform the panel replacement should equal approximately 4 times the panel size. Use 
extreme caution handling the unit to avoid damaging the front glass filter panel. 

1) Remove the new panel from the carton it was received in, and place the panel on an elevated 
surface. The protective material connected to the panel must be removed. The panel must be 
elevated approximately 2 inches to remove the protective ends. 

2) Remove the four (4) bolts indicated and lift the end caps off of the panel. 

3) Remove the tape holding the plastic wrap around the panel and pull the wrap back exposing the 
panel and it's circuit boards. 

4) Re-install the support brackets on the replacement 
panel. 

5) Secure the panel to the cabinet with the eight 
(8) screws removed in earlier steps Install the 
eight (8) screws that secure the support brackets 
to the front cabinet assembly. Use extreme caution 
installing the screws, to prevent stripping the 
screw holes and causing further delays. 

6) Re-install the Power Supply boards on the replacement panel. Install the sixteen (16) mounting 
screws to secure the board to the panel backing. 

7) Re-connect the cables from the power supply connectors P804 and P805 to the Y-Sustain board 
connector P3. 

8) Locate the Digital board cable that was removed from the connector CN1300 on the Digital VSC 
board, and connect it to P30 on the Digital board that is already mounted on the replacement 
panel. Position the cable so that is accessible, and can be attached to CN1300 of the Digital VSC 
board later. 

RE-INSTALL DIGITAL VSC BOARD AND ANALOG TUNER BOARD 

1) Locate the assembly shown, and place it back on the support rails of the unit. Place the 
assembly in the correct location so that the screw holes line up correctly. 

2) Install the eight (8) screws in the frame securing it to 
the support rails as shown. 

3) Reconnect the cable from the Side Audio / Video jack 
inputs to connector P101, and P106 on the Analog / 

Tuner board. 

4) Reconnect the front control board cable to the Analog 
board connector P403. 

5) Reconnect the fan cables connections to the connectors 
CN1701, Cnl702 and CN1703 located on the Digital VSC 
board. 

6) Reconnect the speaker cables to the Analog / Tuner 
board connector P202, P203 P204 and P205. 
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7) Reconnect the cable from the digital board connector P301, to the Digital VSC board connector 
CN1300. 

8) Reconnect the cable from Digital VSC board connector CN1700 to the Power Supply connector 
P803. 

9) Reconnect the cable from Analog / Tuner board connector P201 to the Power Supply connector 
P802. 

10) Reconnect the control panel cable to the Analog Tuner board P408 and P403, on the 60" model. 
The 50" model only has connector 

11) Use the nylon cable ties to secure all loose wiring. Inspect wiring for any pinched or damage 
insulation and repair or replace if necessary. 

This process completes the installation of the panel. The unit is ready to have AC power applied to the 

set. The power supply Vs and Va run voltages must be checked and adjusted to the panel specifications. 

The correct voltage settings are notated on an adhesive label placed on the backside of the panel. 

VS AND VA VOLTAGE ADJUSTMENT 

1) Apply power to the unit and turn it on. If the unit does not 
operate correctly, check all connections and look for loose 
wires that may have been missed or that have become 
disconnected during the reassembly process. 

2) Allow the unit to run for 5 minutes. This is to allow the set 
to achieve operating temperature before checking the Vs 
and Va run voltages. This step should be completed before 
making adjustments to Vs and Va voltages. 

3) Connect the positive ( + ) terminal lead of the digital multi- 
meter to the Va pin of connector P805 and connect the 
negative ( - ) terminal lead of the digital multi-meter to 
the ground ( GND ) pin of P805. 

4) Adjust variable resistor RV501 to match the Va voltage specification shown on the label attached 
to the panel. ( Deviation: ±0.5v ) 

5) Connect the positive ( + ) terminal lead of the digital multi-meter to the Vs pin of connector 
P805 and connect the negative ( - ) terminal lead of the digital multi-meter to the ground ( 
GND ) pin of P805. 

6) Adjust variable resistor RV401 to match the Va voltage specification shown on the label attached 
to the panel. ( Deviation: ±0.5v ) 

7) After confirming the Vs and Va run voltages, the set is ready to reassemble. 


MODEL ; P0P6OK5O5S4 



60 ” 


503K16DX50D0582.AKLGG 11 

. DU* 2005,03 Msd* In Korea 


MODEL : 

aii vorfawrTDci^r^v 
lfl Wf 

260 / -70 / 120 / N.A / N.A 
M3K wan : 570W(Fuii While) 


MODEL : PDP50X2#*#* 

All 

: S5vJ| fvs : ia7VJi 
TM 3 t -** 1 OV-H Q f IO f K A 
Mb* watt : 380W(FuN White) 


50 ” 
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SOFTWARE UPDATES 

UPDATES VIA MEMORY CARD 

Firmware can be updated using a memory card on newer PDP TVs that feature a memory card reader. 
When a memory card is inserted, the TV will look for any firmware updates located on the card. If it 
doesn't find an update newer than the version on the TV, it displays the normal media menu for 
displaying photos or playing music from the card. 

Supported memory cards: 


Slot 1 


Slot 2 







Ol [0 

▲ 

8 





* 


MMC SD SMC xD MS /MS-Pro 

(MultiMedia Card) (Secure Digital) (Smart Media Card) (xD-Picture Card) (Memory Stick 

/Memory Stick Pro) 


CF I CF II CF II 

(CompactFlash) (MD, Microdrive) (Magicstor) 


CHECK HARDWARE VERSION 

Before updating the firmware, check the hadware version to 
be sure it will support the firmware you wish to install. If 
there are any hardware requirements, the documentation with 
the firmware will list them. To open the diagnostics screen, 
highlight the Cable icon in the user menu and then press the 
zero 0 button three times. 


The software version can also be obtained by pressing the 
IN-START button on a service remote. 


Host Diagnostics 

0 MruJt! Info: 

w' Motitl mm : EQPYZOIt-UA 
V* Otlplty Typi : 5 D INCH PDP 

■0 CPU unto: 

v' CPU Tv ps : PPC 405GP ft 
■0 MHCTicry: 
v' FLASH : l&SflaHH 
^ PRAM : 65535KB 
^ Vjdft Hwry i 
v' NVM : G4K.tt 
0 Hast Release Version: 

4/ MR 3.0E.1 
0 COfiipil* Date & Time 
^ P3^5^5 & f?!3P:23 

0 Cpffipile HjQJj 

0 EK-it t Mdve 

I IN “START 

S/W Ver : 3.0Z.1 
Mic. Ver : v3.00 
Aud Ver : 005402 
CPU! Ver - 6.1 
GEM Ver : B .1.41 
PICQ Ver : 1.4 
USED TIME : 3 [Hr] 

1 AOSS83A [> 

Z UPDE4D11A(MAIM] 

3. UPD64011A(SUB} 

4 CXA21B1Q 
5 POWOFFSTATUS 
6. BaudRate 


■ 
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FIRMWARE SPECIAL REQUIREMENTS 

For some firmware releases, there are different versions for different model revisions. Check the model 
suffix of the TV to determine which update to use. You will find the suffix on the back of the TV next 
to "Product Code". Make sure you use the correct file when doing any updates. 

UPDATE INSTUCTIONS - NORMAL METHOD 

1) Copy the Firmware update to the memory card. This has already been done for you if the card 
came from LG Customer Service. The firmware file will have the file extension "epk". Only copy 
the firmware update for your model TV. 

2) Turn the TV on and insert the memory card into the TV. If the firmware on the card is newer than 
the firmware in the TV, the following will be shown: 


Current TV Software version: 3.08 (date: 5/5/2005) 

The following new software is found in the memory card. 
File: 42LPlDU_V313_rom.epk 
- Main Software: 3.13 


3) Press ENTER on the remote to begin the firmware update. The TV will restart automatically and 
show the progress of the update. Do not remove the memory card or remove power from the 
TV until complete. 


Reading the file. ..Done 

Main Software: Upgrading. ..22 Percent 


4) The TV will show the following messages when the firmware update is complete: 


Reading the file. ..Done 

Main Software: Upgrading. ..Done 

The software upgrade has been successfully completed. 
Press ENTER to restart the TV now. 

The TV will restart automatically in 14 seconds. 


5) Press ENTER. After restarting, the TV is ready to use. 
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UPDATE INSTRUCTIONS - EXPERT METHOD 

Expert Mode will allow any firmware version on the card to be loaded into the TV. This allows an older 
version of the firmware to be loaded when needed. 

1) Copy the Firmware update to the memory card. The firmware file will have the file extension 
".epk". Only copy the firmware update for your model TV. 

2) Turn the TV on and insert the memory card into the TV. 

3) If a menu displays on the screen, exit out of that screen. Press the MENU button and highlight 
(scroll down to) the Option menu. Press the MARK button 7 times and the expert mode screen 
will appear. 


TV Software Upgrade For Experts 

[Current TV Version Information] 

- Main Software : 02.06.01(04/01/05) 

- File System : 07.01 

- EDBMS :01.0c 


The following software files are found in the memory card. 
Select the file you want to download to this TV. 

Or, Press EXIT to cancel the upgrade. 

APP: 02.04.01 FS VER: 07.01 DB VER: 01.0c 


APP_50PY2DR-UA_0401.EPK 


BOOTROM.EPK 

APP_50PY2DR-UA_0301.EPK 

APP_50PY2DR-UA_0225.EPK 

APP_50PY2DR-UA_0124.EPK 


4) Use the arrow keys to select the firmware update to install. Press OK and follow the prompts. 

5) When the update is complete, press ENTER to restart the TV. After restarting, the TV is ready to 
use. 
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FIRMWARE UPDATES VIA SERIAL CABLE 

USING THE TERATERM SOFTWARE 

There are currently two methods used to updatethe firmware on LG PDPs using TeraTerm. The most 
common is listed first. Refer to the Service Bulletin for which method should be used. Both require a 
null modem cable. 

Note: Not all female to female serial cables are null modem cables. Null modems cables will have 
some type of marking on them like "NM"...or actually have " Null Modem" stamped on them. 

INSRUCTIONS FOR MOST PDPS (AND LCDS) 

1. If you have already TeraTerm software and if the software works on your laptop, go to step 5. 

2. If you don't have TeraTerm software, download TeraTerm software from: 
http://www.tucows.com/preview/195282.html 

3. Unzip the file (TeraTerm) from above site. 

4. Install TeraTerm software on your computer. 

5. Unplug the power on the TV set. 

6. Turn your laptop PC on. 

7. Connect null modem cable between laptop computer and TV sets using serial port. 

8. Execute "TeraTerm" software in you laptop computer 

9. "Serial Port" on TeraTerm Go to "Setup" 

10. Set the port number of your Laptop (Usually 1 or 2), Baud rate "115200", Data "8 bit". Parity 
"none". Stop "lbit". Flow control "none". Transmit delay "0 msec/char Omsec/line", and click 
"OK". (If you don't have any serial port on your laptop, you need a USB to serial cable connector. 
You can get one from a computer store.) 

11. Keep pressing the "1" key on your laptop's keyboard and plug in the power on the TV. 

12. Once power is on the TV set, release the "1" key on your laptop's keyboard after you see the 
message (release "1" key) on your laptop. 

13. Type "1" on your laptop's keyboard and hit "enter" key. "Send file" on TeraTerm. 

14. Go to "File" 

15. Check "binary" in the small box at the bottom of the screen.. 

16. Select appropriate file for downloading. 

17. Hit "enter" key on the laptop's keyboard. 

18. Wait for download completion 

19. After download completion, the TV set will automatically tun off and on. If not, unplug the 
power on the TV set and reapply power. 

20. Download procedure is done!! 


Plasma Training 


76 


Software Updates 


SOFTWARE UPDATES 


ALTERNATE DOWNLOAD INSTRUCTIONS 

1. Turn on your laptop PC 

2. Connect a null modem serial cable between laptop computer and TV. 

3. Turn on TV. 

4. Change baud rate of TV to "115200" using instart key on "adjust remocon" 

5. Execute "TeraTerm" software in your laptop computer. 

6. Go to "Setup" then "Serial Port" in TeraTerm. 

7. Set the port number of your Laptop (Usually 1 or 2), Baud rate "115200", Data "8 bit". Parity 

"none," Stop "lbit," flow control "none," Transmit delay "0 msec/char Omsec/line," and click 
"OK," 

8. Press the enter key several times to check the laptop communication with the TV. If the cursor 

moves down, the laptop is communicating with TV. 

9. Type the model # (This has to be the factory model #) 

10. Hit "d" on your laptop keyboard and hit "enter" key on your laptop keyboard 

11. Hit "fO" (F and Zero) on your laptop keyboard and hit "enter" key on your laptop keyboard 

NOTE: Read the items in the menu. They may differ by model and production series, thus fO is correct 
for some models but not others. Just keep in mind you are using a serial port and wanting to 
upgrade the firmware. 

12. Hit "10" (1 and Zero) on your laptop keyboard and hit "enter" key on your laptop keyboard. 

NOTE: Read the items in the menu. They may differ by model and production series, thus 10 is correct 
for some models but not others. Just keep in mind you are using a serial port and wanting to 
upgrade the firmware. 

13. Go to "File" then "Send file" on TeraTerm Select the file "DU42PY 10X rom.img" for downloading. 

14. Hit "enter" on the laptop's keyboard. 
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FIRMWARE UPDATES VIA MDS 

1) Start > Program > MDS > MDS Click 

* Press power on the service remote before you start the MDS program. 



2) Click on OK. 

3) Item 1 below Select Correct Model 

4) Item 2 below Open Browse & Select source file (ROM) is usually the only file needed to upgrade 
the software. 

5) Item 3 below click this box to select this comunication port. 



1 


2 


3 
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6) Select download file & download step by step Only the ROM file is needed 


7) Click Download 
button 


5) Set COM 
Port 


SK Successful 
communication 



8) You can see "PASS" 
when the download finished 
Use the In start key to verify 
the software version 
changed. \ 
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USING LGIDS AND GPROBE 

Action View f -> B Ef S II m m X 

1. On your desktop right click on My Computer or 

B-J| ROHIT-D1 
ffl B Computer 
$ O Diskdrives 
j S Display adapters 
S 2) DVD/CD-ROM drives 

access My Computer from the start menu. 

SI Floppy diskdrives 

a © IDE ATA/ATAPI controllers 
B tg Keyboards 

2. Left click on Properties. 

g Monitors 
B 49 Network adapters 
$ J 1 Ports (COM & LPT) 

3. Left click on the Hardware tab. 

1 J'ECP Printer Port (LPT1) 

Sound, video and game controllers 
B-W System devices 
£] Universal Serial Bus controllers 

4. Left click on (Device Manager...) Check the 


Availability of Serial Port under "Ports" as 


Communications Port (C0M1) as shown in the 


figure. 

1 1 


1. After downloading the program from GCSC. Install 
\42PMlM-42PM3MV\GProbe5. 1.0. 18.exe 

2. Run the EXE file and the install process will begin and an icon 
will be placed on your desktop. 

3. GProbe5 can be use by double clicking on the icon as shown in 
the figure. 

Opening GProbe will appear as below: 
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Select the GProbe connection by clicking the icon as below: 



Genesis GProbe 5 - GProbe Register DocumentI 


File View Register Terminal Commands Options Document Window 



□ c£ Q 

He 


m 

Mi*« 

0 

v'i HJ. 1 . 



— i c 

iProbe Connection Setup 


Select Chip: |(none] 
Search: 


Filter: 
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Left click on the Connection Settings icon and 
check the settings tab for Port under 
"Connection Tab"as shown in figure. 


iter Document! 


ands Options Document Window Help 


Connection Settings 


Pin Assignments ] USB | Delays and Buffer Size 
Connection | Serial ] Parallel 



Devices 


Select the type of device you wish to use GProbe to connect 
with. 


Device: 


Serial 


0 


Protocols 

Select the communication protocol. For the appropriate protocol 
version for your set-up, please consult GProbe documentation 


id 


B> 


_ 


iuments 


Protocol: | SERIAL1 

Select 'Print Enable 1 if you wish to receive 'Print' messages from 
the board. Note that this option is only available for DDC2BI 
protocols and may cause communication traffic during sensitive 
chip operations. 


I” Enable Print 



OK 


Cancel 


Click the Serial tab for checking other 
configurations as shown in figure. Port: C0M1, Baud 
Rate: 115200. 
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SOFTWARE UPDATES 


Install \42PMlM-42PM3MV\LGIDS_VerflJ.83\Setup.exe. After successful installation 
create the shortcut on the desktop by clicking on Start, scrol up to programs, move 
the curser to the right and scrol till you see (LGIDS), to the right you will see 


L 


When you right click on this icon scroll up to (Send To) and left 


click on the (Desktop (create shortcut)). You will now have a link on your desktop 
to the LGIDS software. . When you open this program you will see. 




?? | |NUM | 


Now select the new configurations. 

Model: In this case it is Hurricane 
as shown in the figure. 


IDS Software 


Mode Select Model File Help(H) 


Model 

Coimimunic 


Hurricane 

RZ44SZ30LB 

DN-40NZ80H(case5) 


Conne 

OK 


ROM Downlc 


plus (.hOF 
Oplus (Channel) 
Hurricane (Channel) 
Tl 

VCTI 

— — 


iF 3 

■HjRate 

j 3 
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SOFTWARE UPDATES 


If "COMIPort" is 
connected it will display 
the message under 
Communication as: 

Connection Port: C0M1 

Baud Rate: 115200 



Now select the new configurations. 

ROM Download: Batch file : 
C0RTEZ_2M.flm as shown in the figure. 

Follow this same procedure with the 
Ram and Flash files. 

After locating the path of all the three 
files (Batch, Ram and Flash), set the 
unit up as shown. 



Look in: 'tzJ Sir 


re to locate the batch file 
to load into the unit. 

33 ^ s- 




C3 LGID5_Ver[ 1 ] . 83 

BE ' 


File name: ]COFiTEZ_2M 


□ pen 


Files of type: | Batch FILE(Mlm) 




Press Tilt Key from SVC Remocon and click on Download for successful download of software in TV. 


After Successful downloading of the software in the TV: 

Switch Off Main Power Supply to 
the T.V Sets for more than 5 
seconds and again Switch On the 
Main Power Supply, TV is in 
Standby mode(D.C Power Off). 

Press Power Key from SVC 
Remocon to turn the TV on. 

Press ADJ Key from SVC Remocon 
for Software Version Check. 

42PMlM_UC_Ver3.06 

42PM3MV_UC_Ver3.04 

Now Press IN-STOP key on the 
SCV Remocon to complete the Job. 


MF-056A 
Cortez Version 
Hudson Version 
Panel Used 

3.21 
3.19 
2 Hr. 

Tool Option 

41 

Area Option 

20 

Optionl 

106 

Option2 

23 

Option3 

2 

Option^ _ 

System Control 

Panel Control 
Screen Control 
Fan Control 
BlkLine Detector 
Power-off History 
XSTUDIO Control 

128 


System Control 


System 

4 -SYS 

Overscan 

5% 

OrbitPixel 

2 

Orbit Step 

2 

OrbitTime 

120 Sec. 

Inv. Time 

30 Min. 

RS-232 Host 

Gprobe 

Baud Rate 

115200 bps 
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CONTROL PCB SOFTWARE UPDATE 


Jig 


Lift 








j 




m 




Speaker 
Connector P204 


AC power cable 
retainer. 


P100 


• Once the back has been removed. 

• Remove the screws holding the Digital/Tuner PCB assembly and AC power switch to the TV. 

• Disconnect P151from Z-Sus and P151 from Y-Sus. 

• Remove the AC power cable from the retainer. 

• Disconnect the cable to the front keyboard assy. 

• Lift the lower end of VSC/Tuner PCB assembly up after disconnecting P100 from the tuner PCB and 

the speaker P204 from the tuner PCB. 

• Route the cable from the jig to the control PCB under the mount support and connect it to P101 

(found in the upper left by the power connector) on the control PCB. 

• Connect the other end to the EPP port on the jig with the jig OFF. 

• Keep the jig away from any PCB to prevent damage to the jig or the PCB. 

NOTE: 

To Acquire this jig call technical support for model and problem evaluation. This jig will have to be 
returned to LG. 
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Selecting the correct file 



This ID will be found on a label on the Control PCB Be sure the panel model you select on the jig 
matches the label on the control board. Verify that the version you have in the jig is a later version 
than what is on the label. EX: 05B would be later than 05A or 04X. 
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Panel model 


Rom version 


File location 


Panel model 


File location 


Rom version 



The File location will not appear on the label on the control PCB. 


• Turn the power to the jig ON 


• Use the MODEL up or down to select the correct file. 


*To use the MODEL up/down keys. Press either key for 3 seconds and release the key, you will see 
the model id disappear and only the number will be shown in the upper left. 

‘Quickly use the up/down keys to scroll to the file in location number 1. The file will load after a 
few seconds. The file name (42X2DN05B) appears in the screen on the jig. 


NOTE: To use any key on the jig you must hold the key down for at least 3 seconds. 


•Apply AC power to the jig with the switch on the jig OFF and apply AC 
to the TV. Only one LED will be lit. 



•Press the main AC power switch to the ON position on the TV. These 
additional LED’s will be lit. If the TV is in the ON state when you connect 
AC, the unit will turn itself on. Turn on the jig. 
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SOFTWARE UPDATES 



What will be seen during the update. 



Press and hold the (AUTO) button for 3 seconds and release the (AUTO) button. 


Within a few seconds the display will indicate (ERASING) and the LED will be 
flashing green. 


The display will next display (WRITING) and the LED will be blinking. 


The display will then display (VERIFYING) and the LED will be blinking. 


If the update was successful the display will indicate (OK) and the LED 
will be on. 
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SOFTWARE UPDATES 


If the update is sucessful the display will appear as below: 


This light will blink 
during update and 
become solid when 
done if successful. 



OK will be displayed 
after Verify is completed. 


• Switch the TV OFF and remove AC power. 

• Switch the jig OFF and remove AC power. 

• Remove the cable from the jig to the control PCB from P101 on the PCB. 


• Reconnect P151 Y-SUS, P151 Z-SUS, P100 and P204 on the tuner PCB make sure AC cables are 
firmly connected to the AC switch and SMPS connectors are seated and all cables are in their 
retainers. 

• Remount Digital/Tuner PCB mount assembly to the TV. 
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CABLECARD 


DIGITAL CABLE READY (DCR) 

A "plug-and-play" DTV is a television that you can plug directly into your cable system and receive 
analog and most digital cable services without the need for a set-top box. The cable and consumer 
electronics industries have dubbed these types of televisions "digital cable ready" or "DCR." 

Digital plug-and-play will not work quite like analog. For digital plug-and-play, you'll probably need 
to get a security card (also known as a CableCARD™) from your local cable operator. The security card 
will permit you to watch scrambled programming and premium services, to which you're subscribed. 

A CableCARD device is A PCMCIA card distributed by cable operators and inserted into a DCR TV(Flost) 
to enable premium services, also called "Card" and "Point of Deployment(POD) module". It provides 
authorization, CA (Conditional Access) decryption and CP (Copy Protection) encryption functions for 
the consumer's DCR TV. 



CEA-NCTA AGREEMENT 

• Signed Dec 19, 2002 

• An agreement between cable operators and the consumer electronics industry 

• Flow to offer digital programming over cable lines to current and future digital televisions 

without the need for a set-top box 

• "Unidirectional" cable-ready digital television sets (called UDCP or UDRD) 

* Conditional access mechanism 

* Separate CableCARD (POD) card 

* Only receive information from the headend (one-way) 

• Cable industry: Comcast, Cox, Time Warner, etc. (8 companies) 

• CE industry: Philips, Panasonic, Zenith, Samsung, Sony, etc (14 companies) 

• First Verification started Feb 2004 (VW18) based on PICS/ATP 
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CABLECARD 


• DCR TV can receive: 

* Off-air HD/HD through cable 

* Off-air/Cable Analog & Digital 

• But, DCR TV doesn't support: 

* VOD, Impulse PPV 

* EPG service provided by MSO 

TERMS 

CEA: Consumer Electronics Association 

NCTA: National Cable & Telecommunications Association 

POD: Point-Of-Deployment 

UDCP: Uni-Directional Cable Product, UDRD : Uni-Directional Receiving Device 
DCR: Digital Cable Ready 

PICS: Protocol Implementation Conformance Statements 
ATP: Acceptance Test Plan 
PPV: Pay Per View 

Off-air: Terrestrial retransmission through cable 

Inband tuner: FAT tuner 

00B tuner: FDC tuner 

CA: Conditional Access 

CP: Copy Protection 

00B: Out Of Band 

RDC: Reverse Data Channel 

00B: Out of Band 

FDC: Forward Data Channel 

FAT: Forward Application Transport 

PSI: Program Service Information 

SI: Service Information 

Clear channel: Any channel that is not scrambled or encripted. Thus the customer will be able 
to recieve these channels with only basic cable service. 

Scrambled/Encripted Channels: Channels that are scrambled or encripted and require additional 
equipment to recieve these channels. EX: Cablecard or cable box. 

VENDORS 

• CableCARD (POD) vendors: 

Motorola, Scientific Atlanta, SCM/NDS 

• Cable FleadEnd vendors: 

Motorola, Scientific Atlanta, Harmonic 

• Cable MSO (Multiple System Operators) 

Comcast, Time Warner, Charter, Cox, Adelphia, Bright House, Mediacom, Insight, CSC Holdings, 
Cable One, Advance/Newhouse, etc. 


■ 
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DCR ARCHITECTURE 

Cable 



The OOB (Out Of Band) tuner runs all the time, locked to the frequency which it is given by the 
Cablecard. The data from the Headend should be on this frequency. If it is not, the tuner wil not see 
the data nor will the Cablecard. EX: If the cablecard tells the unit to tune to 104.20Mhz. The unit will 
tune to 104.20Mhz and not search for other frequencies. If the MSO (Multi System Operator) has the 
cards prgrammed to give the unit a list of frequencies, the unit will search that list of frequencies to 
find the data and then lock. If the data is on 104.25Mhz, neither the unit nor card can get the data 
needed to receive a channel list and an authorization list , the CP and decrypt data. As a result, the 
unit will not be allowed to tune premium channels. 

HOST-CABLECARD INTERFACE 

The data communication to and from the Cablecard and unit is encrypted. The Host (Unit) and POD 
(Cablecard) share a buffer so that the data from the headend is never lost. Some of the buffer is in 
the POD and some is in the host.The authorization list, CP data. Decrypt data and some other data is 
updated every 10 -20 seconds. This allows the cable company to add, remove, and rearrange channels 
as needed and the Cablecard is updated within seconds without the customer having to run EZ Scan 
to load new channels added to their lineup. The data from the headend is at regular intervals and can 
fluctuate in timing. This causes the data to flow at a higher rate at times and a lower rate at other 
times depending on other tasks the headend is performing on the system. The comunication between 
the POD and host is a two way relationship. While the communication between the Cablecard and 
headed is only one way, from the headend to the card. 
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CABLECARD 



Most but not all, CADTV (Cable Digital Television) channels are scrambled and or encrypted. Therefore 
decryption is a part of a premium package the customer pays for. There are a few channels the cable 
company has to provide as open channels. This allows the customer who purchases an HD ready TV 
that is capable of processing QAM to recieve a few HD channels thru the cable system. In LG units 
there are two ways the channels are displayed, as 2 part channels (EX: 107-1) and as single part 
channels EX: 107. With the Cablecard inserted the CADTV map will show only single part channels. 
Without the card installed the CADTV map will show two part channels. Due to this it will be in the 
ASC's best intrest to have a constantly updated channel lineup showing which are scrambled and 
which are open channels for all the headends in the area you service product. A good relationship 
with the local cable company is crucial to this so you are kept up to date with fast changing channel 
lineups. This can prevent you from trying to repair a product that is not defective. EX: The customer 
complains they no longer recieve CH 186 which was Discovery HD a scrambled channel. The real cause 
is the headend moved that channel to CH 205 and CH 186 is no longer in the channel map. All this 
occurs through the 00B channel. 
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IN-BAND/OOB SPECIFICATION 



1. DCR doesn’t use this band because DCR has 
Uni-directional, downstream functionality only. 


CABLECARD AUTHORIZATION & VALIDATION PROCESSES 

• In order to activate CA service (called low-value service) and to receive Cable channel map, 

"Authorization process" is needed. 

* Serial number and CableCARD ID are needed. 

* During this process, CableCARD reset may occur. 

* After this process is finished successfully, user can navigate cable channel map & can watch 
CA Encrypted services to which the user subscribes. 

• In order to activate additional CP services (called high-value service), a "Validation process" is 

needed. 

* Host/CableCARD ID is needed. 

* HeadEnd sends Validation message through 00B channel. 

* After Validation message is received by the CableCARD, the user can watch CP Encrypted 
services also. 

DCR FUNCTIONALITIES 

• Conditional Access Function 

• Copy Protection Function 

• Cable menu & MMI (Man Machine Interface) Function 

• Digital Certificates 

• CableCARD reset Function 

• EAS (Emergency Alert System) Function 

• Host Diagnostics Function 

• CableCARD Firmware Upgrade Function 

• Error Reporting Function 
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CABLE MENU & MMI 

MMI = Man Machine Interface. 


SA CABLECARD 



Using Cable Menu, user can check status of various CableCARD functions. The lists of this menu vary 
depending on the CableCARD manufacturer. 

MMI Example: SA CableCARD case 


In order to start service for 
this device, please contact 
customer service at 


r CableCARD(tm): 0-010-405-720-383 
* HOST ID: 0-080-000-087-249 


CableCARD uses MMI (Man Machine Interface) function to communicate with the user. 

- CableCARD displays various user notification information through MMI window 

- Host/CableCARD ID information 
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- the error reporting of Host's certification data. 

MOTOROLA CABLECARD 
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Conditional Access 


Unit Address: 0011007340 
000-02000-73004144 
State: Subscribed 
ECU P«: 0x0030 
Component PDs: 

0x0000 0x0001 0x0000 
0x0000 0x0000 0x0000 
Host Validation: Valid 03 
Copy Protection Key: Disabled 
CCI: 0x00 


- CableCARD unit address: This is the unit address the cable company will use to address data to this 
specific unit. 

- State: CA Authorization. If subscriber already in subscription for the channel, it shows Subscribed. 
That is, it could be changed for each channel tuned. 

- ECM PID from current channel. 

- Component PIDs: video PID and audio PID of the channel tuned. 

- Host Validation: CP validation status. The number shows validation trial counting, which is not 
related with channel. 

- CP key: If CCI is non-zero, it becomes "enabled." which means CP scrambler is functioning. 

- CCI: CCI information from current channel. If CCI is zero, CP is not functioning. 

The line item is channel specific. It is indicating that the channel presently tuned by the hosts tuner 
is a subscribed channel. This indicates that the Cablecard has received and authorization channel list. 
A copy Protection Key is presently disabled for this channel. This can change according to the actions 
taken by the headend. 
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DIGITAL CERTIFICATES DATA 

• Every TV and CableCARD has Digital Certificates Data to identify itself. 

* Host/CableCARD ID is determined from the value of individual Digital Certificates Data. 

CableCARD side invalid Certificate 

"Please call your cable operator and report an invalid CableCARD" error message will be displayed. 

• DTV side Invalid or Without Certificate 

"There was a technical problem during the authorization process. This production may have some 
component failure or may not be designed to be fully compatible with digital cable television service. 
Please contact the manufacturer or the retailer." MMI message will be displayed. 

CableCARD Reset 

• Whenever the DCR TV or CableCARD think the other device is in an abnormal state, a CableCARD reset 
will recover the Host/CableCARD interface. 

* 161-xx technical problem case. 

• There are normal states when the Host/CableCARD interface needs to reboot by way of a CableCARD 
reset. 

* CableCARD firmware upgrade case. 

* HeadEnd Authorization case. 

• There are two types of CableCARD reset 

* PCMCIA reset (Cold reset, H/W level reset) 

* POD reset (Warm reset, S/W level reset) 

• When the CableCARD reset occurs, and if the user is watching CA or CP Encrypted service at that 
time, video will freeze for about 20 seconds. 

EAS (EMERGENCY ALERT SYSTEM) 



Fire Flood Tornado 
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HOST DIAGNOSTICS 


• To check the state of various TV functions related to the CableCARD, uses Host Diagnostic menu. 

- press Menu->CABLE->"0"->"0"->"0" to get into Host Diagnostics menu. 

- Cable Channel List's status 

- FAT, FDC status 

- H/W & F/W version 



CableCARD Firmware Upgrade From the Headend to the Cablecard. 


• When the CableCARD Firmware Upgrade is needed, HeadEnd activates CableCARD Firmware Upgrade 

operation. 

* Delayed Upgrade mode (only at the stand-by state) 

* Immediate Upgrade mode (stand-by or power-on state) 

• CableCARD Firmware Upgrade shouldn't be interrupted by other operations. 

* During this operation, a CableCARD Firmware Upgrade reporting message is being displayed 
and all remote control keys will be disabled temporarily. 

* Only SA uses CableCARD Firmware Upgrade protocol and SA uses in-band tuner for this 
operation. 

* Motorola uses their unique technique for the CableCARD firmware Upgrade and uses 00B 
tuner for this operation. 


ERROR REPORTING 

• Per the standard (SCTE28 Appendix E), in the case of pre-defined errors, the DCR should display an 
error message showing the 161-xx 
technical problem and/or set 
CableCARD reset to recover from this 
error. 

* Failure mechanism is not the DCR 
but the CableCARD. 

* "xx" digits are the index of this error. 


A technical problem is preventing you 
from receiving all cable services at 
this time. 

Please call your cable operator and 
report error code 161-xx to have this 
problem resolved. 1 
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CABLE CARD TROUBLESHOOTING 
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CABLECARD 
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No 

Error Condition 

Failure Mechanism 

51 

Write Error (WE) occurs after completion of 
any transfer from LGE DTV to Cable CARD 

CableCARD or 
LGE DTV 

52 

Read Error (RE) occurs after completion of any 
transfer from Cable CARD to LGE DTV 

CableCARD or 
LGE DTV 

53 

CableCARD fails to respond to any request 
within 5 seconds. 

CableCARD 

54 

Invalid session APDU from LGE DTV 

LGE DTV 

55 

Invalid session APDU from Cable CARD 

CableCARD 

56 

Invalid SPDU tag from LGE DTV 

LGE DTV 

57 

Invalid SPDU tag from CableCARD 

CableCARD 

58 

Invalid APDU tag from LGE DTV 

LGE DTV 

59 

Invalid APDU tag from Cable CARD 

CableCARD 

60 

Transport ID from Host that has not 
been created and confirmed by POD 

LGE DTV 

61 

Transport ID from Cable CARD that has not 
been created by LGE DTV. 

CableCARD 

62 

Session ID from LGE DTV that has not 
been created and confirmed by Cable CARD 

LGE DTV 

63 

Session ID from CableCARD that has not 
been created by LGE DTV. 

CableCARD 
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The following chart will help as a guide to troubleshoot Cablecard related problems. 


Operation 

Good Result 

Else Problem 

Plug in CableCARD™ 




Screen displays 
CableCARD Inserted 

1 ) Re-insert card 

2) Try another card 
>Defective card slot 

Check Pairing 
Menu > Cable > 
CableCard Pairing 




CableCard™: must not be 
all zeros 

If all zeros, card defective 


Host ID: must not be all 
zeros 

If all zeros, card defective 

Check Channel List Ready 
Menu > “000” 




Cable Channel List: 
Ready 

Wait for download 
>No OOB data - goto 
diagnostic screen 

Goto Diagnostic Screen 
Menu > “000” 




OOB S/N > 10 dB 

Bad signal 


OOB frequency = 
Between 70 and 130 
MHz 




FAT Status : 

SNR > 21 dB (64 QAM) 
SNR > 28 dB (256QAM) 
Carrier: Locked 

Channel not receivable 

Check OOB Function 
Menu > Cable > Network 
Setup 




LKC shows frequency 



Status: tuned state 



OOB Msg: # should 
increase each time this 
screen is accessed 

No OOB data signal 

Check OOB Function 
Menu > “000” 




FDC Status: 
FDC_SNR > 10 dB 

Weak, distorted signal 


FDC Center Freq: 75.25 
MHz or between 70 and 
130 MHz 



FDC Carrier: Locked 
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Cable Operation Confirmation 

(1) Confirm that the Cable Card is inserted in the slot. 

(2) Enter the EZ adjust menu by pressing the Adjust key on the Service Remote Control (S R/C). 

(3) Go to number 2 Cable Check and press the Right key (%). 

(4) Confirm items below. 


NAME 

NORMAL 

DEFECTIVE 

Descrambler 

Check 

OK 

Not OK 

CableCARD 

CableCARD is 
removed 

CableCARD is 
inserted 

OOB Path 

Locked - OK 

Unlocked - Not 
OK 

FDC_SNR 

20bd or more - 
OK 

Under 20db - Not 
OK 

Video Signal 

Normal Screen 

Black Screen 


CableCheck 


1 Descrambler Check 

OK 

2 CableCARD 

CableCARD is inserted 

3 OOB Path 

OK (Lock) 

4 FDC SNR 

OK (23 db) 
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IN-HOME TROUBLESHOOTING 

1. It is recommended that installers bring along a couple of CableCARDs for troubleshooting. This 
will help eliminate the CableCARD as a possible problem during the installation. 

2. Before installing the CableCARD, installers should check that the Digital Cable Ready (DCR), also 
referred to as a HOST, is functional without a CableCARD. 

a. Verify Host (TV) Operation: The installer can perform this by connecting the RF cable to the 
correct cable input of the DCR (there may be connections for a terrestrial antenna) and 
verifying good picture quality. The DCR will display all non~encrypted analog and digital 
content. (The DCR must not receive RF signal via an STB or accessory RF modulator.) This 
will eliminate basic TV circuitry as a possible problem. 

b. Check that the CableCARD is inserted properly. When inserting cable card push carefully but 
firmly until you feel the card click into place. 

c. Verify RF from Cable System Tap: The installer can also connect a cable set top box to 
confirm reception of encrypted digital services. This will help eliminate the RF signal as a 
possible problem, 

3. If the first CableCARD installed does not result in a User Interface screen (also referred to as 
MMI screen) within 5 ~ 7 minutes, try unplugging the AC Power cord of the DCR and reconnecting 
it (to reset the DCR) then try to await coming out of the User Interface screen again. If this is 
still unsuccessful, try another CableCARD. 

a. To eliminate the possibility of a damaged CableCARD or DCR device, the technician should look 
closely at the CableCARD device to ensure that none of the pinholes are blocked or clogged. 

b. Check Host Interface. Using a flashlight, the technician should check the CableCARD slot on the 
DCR TV to ensure that there are no bent pins. 

4. If the second CableCARD is successful, make sure the CSR or Dispatcher knows the new MAC ID 
and CableCARD ID to complete the installation. The original card should be marked accordingly 
and returned for repair. 

5. Check the CableCARD menu options. If the second CableCARD fails to bring up the User Interface 
screen, the technician should refer to the diagnostic menus on the DCR for further troubleshooting. 
The technician can pull up the User Interface screen manually through the menu choices. The 
customer should provide the User Manual, so the technician can easily navigate through the 
DCR TV menu screens. The table on the next page describes how to navigate the CableCARD 
menu. The list of selectable CableCARD options will vary, depending on your cable service 
provider or CableCARD manufacturer. The table also shows how to access diagnostic screens for 
the DCR TV. Many of these screens are not described in the User Manual. 

6. If the second CableCARD is successful, make sure the CSR or Dispatcher knows the new MAC ID 
and CableCARD ID to complete the installation. The original card should be marked accordingly 
and returned for repair. 
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7. Check the CableCARD menu options. If the second CableCARD fails to bring up the User Interface 
screen, the technician should refer to the diagnostic menus on the DCR for further troubleshooting. 
The technician can pull up the User Interface screen manually through the menu choices. The 
customer should provide the User Manual, so the technician can easily navigate through the 
DCR TV menu screens. The table below describes how to navigate the CableCARD menu, the list 
of selectable CableCARD options will vary, depending on your cable service provider or CableCARD 
manufacturer. The table below shows how to access diagnostic screens for the DCR TV. Many of 
these screens are not described in the User Manual. 


CableCARD Mfg 

Diagnostic Type 

1st key 

2nd key 

3rd key 

ALL 

CableCARD main menu 

MENU 

Use cursor to select 
CABLE icon then press 
ENTER 

N/A 

Motorola 

CableCARD pairing status 

MENU 

Use cursor to select 
CABLE icon then press 
ENTER 

Use cursor to select 
CableCARD Pairing 
option, press ENTER 

Motorola 

Network status 

MENU 

Use cursor to select 
CABLE icon then press 
ENTER 

Use cursor to select 
Network Setup option, 
press ENTER 

Motorola 

CableCARD status 

MENU 

Use cursor to select 
CABLE icon then press 
ENTER 

Use cursor to select 
CableCARD Status option, 
press ENTER 

Motorola 

CA status 

MENU 

Use cursor to select 
CABLE icon then press 
ENTER 

Use cursor to select 
Conditional Access option, 
press ENTER 

NDS 

CableCARD pairing status 

MENU 

Use cursor to select 
CABLE icon then press 
ENTER 

Use cursor to select 
CableCARD Pairing 
option, press ENTER 

NDS 

Network status 

MENU 

Use cursor to select 
CABLE icon then press 
ENTER 

Use cursor to select 
Network Setup option, 
press ENTER 

NDS 

CA status 

MENU 

Use cursor to select 
CABLE icon then press 
ENTER 

Use cursor to select 
Conditional Access option, 
press ENTER 

SA 

CableCARD Diagnostics 

MENU 

Use cursor to select 
CABLE icon then press 
ENTER 

Use cursor to select SA 
CableCARD Diag option, 
press ENTER 

SA 

CableCARD pairing status 

MENU 

Use cursor to select 
CABLE icon then press 
ENTER 

Use cursor to select SA 
CableCARD HOST ID 
option, press ENTER 

SA 

CableCARD Copy 
protection information 

MENU 

Use cursor to select 
CABLE icon then press 
ENTER 

Use cursor to select SA 
CableCARD CP Screen 
option, press ENTER 


8. If the installer is still having a problem, the installer should report the problem to the MSO 
headend dispatcher fortroubleshooting. If the cable company dispatcher (headend personnel) 
has completely checked their channel set-up, confirmed the accounting/billing system to setup 
is correct, and has confimed normal channel map with one or more other DCR TVs at the MSO 
headend, then go on to the next step, 

9. If the installer determines that the DCR device is the problem (unit failed either item 2a or 3b 
above) and can go no further in correcting the problem, and if the installer determines that the 
host-pod pairing screen cannot be displayed with multiple CableCARDs, he or she should follow 
the directions given by the CE manufacturer in informing the customer of their options. The 
customer should start by contacting the CE manufacturer directly for assistance and/or repair 
infomation. In many cases, if the HOST is under warranty, the repair will be done at the 
customer's home when possible. 
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9. If using an STB will allow the customer to receive services on the damaged DCR device, the 
installer can leave a box in the customer's home until the customer resolves the issue with the 
CE manufacturer. 

10. If the technician is able to install the CableCARD device and access the User Interface screen 
(also rreferred to as MMI screen), and has relayed the information to the dispatcher, but is still 
not receiving encrypted programming, this programming may be protected through the use of 
copy protection directive. Ensure that the information passed to dispatch is correct. Relay again 
the Host ID, CableCARD ID and Data ID (Motorola only). Dispatch will send a hit to the 
CableCARD once the infomation is checked and verified. The CableCARD must be paired to the 
Host before copy protected programming can be displayed. Note that it may take several 
minutes from the time dispatch sends the authorization before it reaches the DCR device. The 
MMI screens should be checked to verify if the authorization has been received. For SA systems 
the host-pod pairing screen should say "Authorization Received." For Motorola the Conditional 
Access MMI State parameter should say "Subscribed". (These should be verified by POD 
Manufacturers or cable companies.) 

11. To confirm the Headend Validation for displaying the encrypted channel, the technician should 
check the CableCARD menu. For SA systems, the CableCARD Copy Protection Infomlation menu 
should say "Authorization Received". For Motorola systems, the Conditional Access menu should 
say "Valid xx (2 digit). 

12. If encrypted programming is still not displayed, installer should check the status of followings. 

a. Cable Channel List: Ready 

b. CableCard: Inserted 

c. FDC status (00 B Status): Lock 

d. SNR(Signal to Noise Ratio): higher than 12 dB is normal range. 

The table below describes how to check status in the LG DCR TV. 


CablcCARD \lfo 

Diagnostic: Type 

1 sl key 

2nd key 

- 

3rd key 

4tli ke\ 

Stli Key 

ALL - works wills 
any CableCARD 

Host Diagnostics {In 
Band Signal Status, 
OOB Signal Status, 
etc) 

MENU 

L’se Cursor 
to select 
CABLE icon 

Press button 
II (zero) 

Press button 
0 (zero) 

Press button 0 

(zero) 
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CABLECARD TROUBLESHOOTING 

HOST DIAGNOSTICS 

This Menu is only active on Cablecard ready units. 

Accessing Host Diagnostics: 

1. Press Menu on the customer's remote. 

2. Press the up or down arrow key to highlight CABLE. 

3. Press the 0 key three times. Scroll up and down this menu by 
using the up and down arrow keys. 

The model info gives the factory model information also used to 
access the debug menu for software updates. Memory shows the 
available memory in the unit for video and audio processing and 
Cablecard functions. Host release is the present software revision in 
the unit. 


Gemstar Guide Version gives the original version of Gemstar in the 
unit when installed. Guide Update Version is the latest version of 
Gemstar loaded into the unit by Gemstar. Cable Channel List gives 
the status of the list of available channels in memory, with a Cablecard 
installed this should always display Ready. Cablecard indicates if the 
cablecard is inserted. If the Cablecard is inserted and the unit does 
not indicate that it is. There could be an issue with the Cablecard 
itself or with the programing in the card. Once this has been eliminated 
as the cause. The card slot or Digital PCB could be the cause. 


FAT Status tells the frequency of the presently tuned channel as well 
as the modulation QAM 256/64, digital, analog. Carrier locked 
indicates the carrier is locked on the center frequency. SNR gives the 
(Signal to Noise Ratio) of the present signal tuned. FDC is your 
(Forward Data Carrier) this gives the state of the 00B signal thru 
which the Cablecard receives data from the headend. It indicates 
the center frequency that the card told the unit to look at to find 
the signal. Carrier indicates the unit has the carrier locked or not 
locked. This must be locked for the Cablecard to operate. FDC_SNR 
gives the (Signal to Noise Ratio) for this 00B signal. Current Channel 
shows the channel type Digital or Analog as well as the Parental 
Control setting for this channel and the channel number. 




Host Diagnostics 

0 FAT Status: 

✓ Center Frequency : 573.00 MHz 

✓ PCR : locked 

✓ Modulation mode : 64 QAM 

✓ Carrier : locked 

✓ SNR : 31 dB 
© FDC Status: 

✓ FDC Center Frq : 75.25 MHz 

✓ Carrier : locked 

✓ FDC_SNR : 22 dB 
© Current Channel: 

✓ Channel Type : digital 

v' Parental Control : not blocked 

✓ Channel : 113 
©IEEE1394 Port: 


© Exit ^ Move 
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This indicates the state of the IEE1394 and DVI ports and connection 
settings. 



The meter below shows we are looking for 104.20Mhz. What we find is the signal is shifted slightly. 
This indicates the signal is not centered on 104.20Mhz. The 00B tuner is told to look for the data on 
104.20Mhz but the data is actualy on 104.25Mhz. This is enough shift to prevent the card from 
receiving the data it needs from the headend. This signal is not allowed this much variation. 
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BUILT-IN DIGITAL VIDEO RECORDER (DVR) 

OVERVIEW 

This HDD is not exchangeable with an HDD purchased from any retail outlet. The programs and 
formatting are encrypted and written special for this product. The reason is CP (Copy Protection). The 
laws governing force CE (Consumer Manufacturers) to design products this way to protect programs 
from copyrite violations. The encryption disallows the programs that are recorded from being played 
on a personal computer. EX: Someone records a movie that is tagged as copy once thus allowing the 
movie to be recorded ONLY one time, then the HDD is removed from the unit and placed in a PC and 
the movie is posted for free download on the internet. This is a copy protection violation and can 
land the customer in jail. 

To prevent this, the movie is encrypted on the HDD and still has CP (Copy Protect) encryption, 
preventing further copies from being produced. The design had to be done this way to achieve FCC 
approval. The amount of programming that can be recorded on this HDD varies due to content and 
format. An HD program will take more HDD space than an SD program, thus the HDD will hold more 
SD or ED than it will HD programming. The quality is much better with HD than ED and ED is better 
than SD. 

TROUBLESHOOTING 

The HDD is not a parallel portion of the video circuit but a series part of the video circuit.This allows 
instant record as a feature for the customer. If you suspect the HDD, the easiest way is to remove the 
IDE cable from the HDD, or disconnect this cable from the Digital PCB, and turn the unit back on. The 
software automatically senses the presence of the HDD. Do not connect or disconnect these cables 
with the unit connected to A/C power because this can damage the HDD and the digital PCB. This also 
allows the technician to remove or disconnect the HDD and allow the customer to continue using the 
unit till the new HDD arrives and can be installed. 

COMMON ERRORS 


Message 

Note 

No HDD is detected. Please contact customer 
service h 

HDD connection error. 

Not enough HDD space. 

HDD is full 

Buffering stopped. Recovering from HDD error. 

HDD error recovery program has started 

Cannot enter DVR Mode in current input source. 

DVR mode is possible for only RF, Composite and 1394 signal 

Cannot play recorded program. 

Recorded program A/V file error 

HDD is not detected. Please contact service center. 

Unknown HDD detection error. 

No signal for DVR function. 

Signal is too weak to enter Recording orTimeshift 

Invalid input signal for DVR function. 

DVR mode is possible for only RF, Composite and 1394 signal 
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HDD RELATED ERRORS (TIMER RECORDING) 


Message 

Note 

Timer recording cannot start due to HDD error. 

HDD problem. Bad sector or bad connection or other 

Timer recording cannot start due to bad signal. 

Signal strength is too weak to start recording 

Timer recording cannot start. No recording space. 

HDD recording space is full 

Timer recording cannot start. Reached maximum number of 
recordings. 

Maximum number of recorded program is 500. User 
must delete recorded program to start record. 

Timer recording cannot start. Please set current time. 

Current time must be set before timer recording starts 

Timer recording cannot start. Channel is invalid. 

Channel number is invalid 

Timer recording cannot start. Copy protected. 

Current Program is copy protected 

Timer recording cannot start. DVR device error. 

Device problem. Hardware error occurred. 

Cannot display Auto Demo when timer recording starts. 

starting timer recording. Auto Demo can start once 
recording is started. 

Cannot display Photo List when timer recording starts. 

starting timer recording. Photo list can start once 
recording is started. 

Cannot display Music List when timer recording starts. 

starting timer recording. Music list can start once 
recording is started. 

Stop current recording to start timer recording. 

Current recording must be stopped before timer 
recording. 

Stop current playback to start timer recording. 

Current playback must be stopped before timer 
recording. 

Set current time for timer recording. 

Current time must be set before timer recording starts 


HDD RELATED ERRORS CONTINUED (TIMER RECORDING) 


Message - timer record failed programs in RecordedTv list 

Note 

Timer record failed due to no disk space. 

HDD recording space is full 

Timer record failed due to no signal. 

Signal strength is too weak 

Timer record failed due to DVR device error. 

Device problem. Hardware error occurred. 

Timer record failed. Reached maximum number of recordings. 

Maximum number of recorded program is 
500. User must delete recorded program 
to start record. 

Timer record failed. Recording duration is less than 10 seconds. 

Record length must be longer than 10 
seconds 

Timer record failed. Temperature is below zero. 

Temperature is too low 

Message - timer record failed programs in Gemstar PlayList 

Note 

Timer record failed due to no disk space. Do you want to delete? 

HDD recording space is full 

Timer record failed due to no signal. Do you want to delete? 

Signal strength is too weak 

Timer record failed due to DVR device error. Do you want to delete? 

Device problem. Hardware error occurred. 

Timer record failed. Reached maximum number of recordings. Do you want 
to delete? 

Maximum number of recorded program is 
500. User must delete recorded program 
to start record. 

Timer record failed. Recording duration is less than 10 seconds. Do you 
want to delete? 

Record length must be longer than 10 
seconds 

Timer record failed. Temperature is below zero. Do you want to delete? 

Temperature is too low 
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HDD RELATED ERRORS CONTINUED (PROGRAM ERRORS) 


Message - From Gemstar Guide PlayList 

Note 

Cannot play Recorded Program due to bad sector. Do you want to 
delete? 

HDD bad sector. Select "YES" to delete the 
program 

Cannot play Recorded Program due to copy protection. Do you 
want to delete? 

copy protected. Select "YES" to delete the 
program 

Cannot play recorded program due to file error. Do you want to 
delete? 

Cannot find A/V file. Select "YES" to delete the 
program 

Message - From RecordedTv List 

Note 

Cannot play Recorded Program due to bad sector. 

HDD bad sector. 

Cannot play Recorded Program due to copy protection. 

copy protected Video. 

Cannot play recorded program due to file error. 

Cannot find A/V file 

HDD playback stops because of HDD problem. 

HDD problem. Bad sector or bad connection or 
other 

HDD playback stops, cannot save clip editing because of HDD 
problem. 

HDD problem. Clip edit is not saved 

HDD playback halts due to HDD problem. HDD Recovery begins. 

HDD error recovery program has started 

Delete a program which has been played because of HDD problem. 

Fatal DVR error a HDD data is deleted 

Delete all recorded programs becasue of DVR problem. 

Fatal DVR error all HDD data is deleted 


HDD RELATED REEORS CONTINUED (TIMESHIFT ERRORS) 


Message 

Note 

Timeshift stops because of HDD problem. 

HDD problem. Bad sector or bad connection or other 

Timeshift cannot start. Audio only program. 

Cannot Timeshift audio only channel 

Timeshift cannot continue. Audio only program. 

Cannot Timeshift audio only channel 

Timeshift halts due to HDD problem. HDD Recovery 
begins. 

HDD problem. Bad sector or bad connection or other 

Stop timeshift due to copy protection. 

Current Program is copy protected 

Cannot timeshift due to copy protection. 

Current Program is copy protected 
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HDD RECORDING ERRORS 


Message 

Note 

Recording halts due to HDD problem. 

HDD problem. Recording stops 

Stop recording due to copy protection. 

Copy protection detected during recording. 

Cannot record due to copy protection. 

Copy protection detected before recording starts. 

Do you want to stop recording before power off? 

"Yes" will stop record. "No" will continue record. In 
both cases, display will be turned off 

Recording stops as recording space is full 

HDD recording space is full 

Recording stopped. Recovering from HDD error. 

HDD error recovery program has started 

Recording stopped. No recording space. 

HDD recording space is full 

Reached maximum recording duration. 

Cannot add record duration if current record duration 
is 5hr or bigger. 

Invalid input signal for recording. 

Record is possible for only RF, Composite and 1394 
signal 

Recording halts. HDD recovery will begin. 

HDD error recovery program starts 

Recording cannot start No recording space. 

HDD recording space is full 

Recording failed. Length is less than 10 seconds. 

Record length must be longer than 10 seconds 

Reached maximum number of recordings. 

Maximum number of recorded program is 500. User 
must delete recorded program to start record. 

Cannot change to another digital channel while recording digital 
channel. 

Watching digital channel while recording another 
digital channel is not possible 


HDD EDITING ERRORS 


Message 

Note 

Editing failed. Length is less than 10 seconds. 

Each clip edit length must be longer than 10 seconds 

Editing failed. Length is less than 10 seconds. HDD playback 
stops. 

Reached maximum number of clip editing. 

Maximum number of clip editing is 10. 
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HDD RECOVERY 


Message 

Note 

Bad sector occurred in critical regions of photo drive. Do you want to format 
photo drive? 

Bad sector. Format photo-list 

Bad sector occurred in critical regions of music drive. Do you want to format 
music drive? 

Bad sector. Format music-list 

Bad sector occurred in critical regions of HDD. Do you want to format HDD? 

Bad sector. Format HDD 

DVR initialization has failed. 

DVR initialization error. 

DVR device error. 

DVR hardware error. 

DVR needs HDD Initialization. Do you want to perform? 

"Yes" will start DVR re-initialization. 

HDD recovery is in progress. Please try again later. 

HDD error recovery program in 
progress 

HDD recovery has failed. Please contact service center. 

Unknown HDD detection error. 

HDD initialization is in progress. Please try again later. 

DVR initialization in progress 

DVR initialization cannot start because of low temperature. 

DVR initialization cannot start. 

HDD recovery begins. 

HDD error recovery program starts 

Do you want to format HDD? 

HDD error. "Yes" will start format 

HDD format has failed. Please contact service center. 

Unknown HDD detection error. 

Processing HDD format. 

HDD error recovery program started 
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OVERVIEW 


TV Guide loge 


Current Service Label 


Service bar 


Video 

Window 


Panel Ad 
and Panel 
Menu Entry 



aMC® ’Patton 


CLICK HERE 


SCHEDULE RECORDINGS 


Cable Box 1 3 WFXT 



)urney Stephen King's 'Kingdom Hospital' , 

|< North Shore . 

ZZG 

Tru Calling 

1 


North Shore "Tessa" (Drami) Jason offers a housekeeping position to a crafty ex-con 
(Amanda Righetti) who won't rest until she's scored serious points with Vincent.. .and 
a better job. Brooke Burns, ^ristoffer Polaha. TV14 (Strong Language, Suggestive 
Dialogue) A IS! 


t oil Without a Trace 
— 1 Come to Papa 
— IWWE SmackDown! 
Pepsi Smash 


CSI: Crime Scene Investigation 
Will & Grace r Scrubs 

Jamie Kennedy... 1 Jamie Kennedy... 


^™ day Medici: Godfathers... Frontline/World 

10:00pm _ 

channel 1 — NBA Draft 


Time slot 


Title 

Info button 


Info box 


Remind icon 


Channel loge High light 


Remind icon 


€ Video Window - Displays TV video while The TV 
Guide On Screen system is displayed. 

© Service Bar - Provides access to the 5 main 
Guide Services. 

0 Current Service Label - Indented to indicate cur- 
rent Service displayed. 

O Tile - Displays show title. 

€ Highlight - Indicates an active tile. 

© INFO Box - Provides information for a highlight- 
ed item. 


€ INFO Button - Indicates you can cycles through 
the various Info Box sizes. 

€ Channel Logo - Identifies network. 

€ Record/Remind Icons - Indicates a show is set to 
Record or set as a Reminder. 

0 Panel Ad - Location where show- or product-spe- 
cific information appears (and also where Panel 
Menu appears). 


OPERATION 

TV Guide is a free service and is provided by Gemstar. TV Guide can be received OTA (Over The Air) thru 
an antenna. It can also be received thru cable service. OTA and thru the cable there must ba a strong 
signal on the local ABC and PBS channels for TGOS to operate properly. An antena can be purchased 
to retrieve signals as far as 150 miles away and some even further. This is only a good idea for 
customers far away from any city. The reason is if the customer receives several ABC's and PBS 
broadcasts the unit will receive program data from more than one area, thus there will be a lot of 
incorrect program listings and errors. 
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If the customer has a unit with TVGOS and requires a cable box due to PPV (Pay Per View) or VOD 
(Video On Demand) and they desire to use TVGOS they will have to split the cable from the wall. One 
leg of the splitter will have to go to the cablebox and the other will have to go to the TV. Auto 
programming or EZ Scan will have to be run to load PBS and ABC channels into the unit. Any other 
connection can be used from the cablebox to the TV. If the TV cannot see ABC and PBS broadcasts 
with it's own tuners, TVGOS will not be downloaded to the unit. The cable box, if connected via coax 
cable, will only allow the TV to be tuned to channel 3 or 4. 

NOTE: If the unit has been setup as if it has a cable box in TV Guide, the channel map and G-Link are 
also setup in TV Guide. The channel map will only see channels 3 or 4 and these are the only 
channels the unit will tune. If the cable box is removed, setup in TV Guide will have to be 
reconfigured without a cable box. This will allow the unit to tune channels other than just 3 or 
4. Also, the channel map in the unit will show all channels it is authorized to see. 

SYSTEM INFO 



To access this menu from the TVGuide screen highlight SETUP at the top of the TVGOS screen press 
the down key once to highlight CHANGE SYSTEM SETTINGS and press 753159852. The screen above 
will appear. In Box (A) you can see the original version of Gemstar software the unit had when it was 
built. Box (B) you can see the version the unit has been updated to. To the right of box B, this will 
display the version when the unit receives an update again from Gemstar. Box (C) is the coding 
Gemstar uses for the programming area the unit has been programed for. Not all zip codes have the 
same or different cable provider and OTA (Over The Air) programming. As a result several zip codes 
can have the same code and programming. Box (D) tells what input the TV was programmed to look 
for the TVGOS signals and that the customer set it up as cable signal as the type of signal being 
supplied to the TV. If the only signal supplied is OTA, this would say ANTENNA. Box (E) saying 
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(recordable host) is letting you know the unit has the ability to record programs without the need or 
use of any other device. This unit has an HDD (Hard Disk Drive). If the unit was setup for a VCR to be 
used as the recording device then, this would display VCR. This will assist you in quickly determining 
if the customer has made an error in setting the unit up correctly. 



Access this screen by using the up or down key and scroll Section Reception Slicing. This screen shows 
Type A, B, and C. Type A is not used in these units. You are only concerned with type B and C. Type B 
comes in on the vertical sync of you local ABC broadcast. Type C comes in on the vertical sync of your 
local PBS broadcast. The numerical values indicate the data sections the unit has received. If the 
value by type B or C is 0, this indicates either the channel reception is poor or there is a problem with 
the Gemstar equipment at that station. This equipment is not the responsibility of the station to 
maintain. Gemstar is responsible for their equipment. B CCorr indicates type B and C data corrections 
that have occured. Band CErrs indicates the errors in the data that has been received. CBad indicates 
the the bad data that has been confirmed only for type C. 
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SYSTEM FLOWCHART 
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